
SPLITTER
lying

TRUNK ∅
max. 37.5 cm

PRODUCES
Firewood and kindling

AutoSplit 375
The vending machine for 

firewood and kindling

More power, larger diameters, longer logs!
Its packaging concept was overhauled and a cast iron pump guarantees 

the hydraulic system's long service life.  
With a splitting force of 11 tonnes, the automatic log splitter delivers 
15% more power than its predecessor. And the adjustable log edge 

length of 2 to 15 cm allows you to produce both kindling and firewood 
from softwood and hardwood in a matter of seconds – two results from 

one machine, so to speak.

If the length is again a bit longer... 
Thanks to the oil cooler, the AutoSplit always keeps its cool 

when splitting firewood, even during prolonged use or at higher 
temperatures!

in action!

AutoSplit 375
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AutoSplit 375 

HIGH-QUALITY FIRE-
WOOD AND KINDLING

CONTINUOUS 
SPLITTING

X-SHAPED SPLITTING BLADE 
FOR SQUARE LOGS

TIME SAVED THANKS TO AN 
OPTIMISED STROKE

EASY TO MAINTAIN
THE PERFECT 
PACKAGING SOLUTION

OP T I O N
A

L
Here you see the following configuration example: 
Item no: M6806C	 AutoSplit 375, E9-400
Item no: F0004842	 Basic packaging module with swivelling packaging aid (optional)
Item no: F0004844	 Packaging chute for timber lengths up to 33 cm (optional)

TRUNK ∅
max. 37.5 cm

LOG LENGTH
max. 42 cm

KG

WEIGHT
at least 1142 kg

SPLITTING FORCE
max. 11 t

KINDLING PERFORMANCE
max. 2 srm/h

FIREWOOD SUPPLY
max. 10 srm/h
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 THE PERFECT PACKAGING SOLUTION 

 X-SHAPED SPLITTING BLADE 
FOR SQUARE LOGS 

 HIGH-QUALITY FIREWOOD AND KINDLING 
Turn offcuts into profitable, clean and finely split kindling –
perfect for lighting fires. But that’s not all: With the AutoSplit 
375, you can also produce high-quality firewood. Round timber 
with a diameter of up to 37 cm and square timber with a log 
edge length of max. 30 x 30 cm are suitable for this purpose. 
Make efficient use of valuable resources and boost your 
productivity!

 TIME SAVED THANKS TO AN OPTIMISED STROKE 
Do you want to avoid unnecessary empty runs in the splitting 
process? Open the service cover tool-free and simply adjust the 
max. splitting stroke of 42 cm to suit shorter lengths of 
firewood (20, 25 and 33 cm). This will save you valuable time 
when producing firewood and kindling, and help you get the 
most out of your AutoSplit 375!

One machine, two possibilities! With the 
x-shaped splitting blade, you can produce 
both firewood and kindling to the desired 
quality – exactly as you require. Thanks to 
the adjustable log edge length of 2 to 15 
cm, the size of the logs can be flexibly 
adjusted to achieve the desired result. The 
low-wear steel not only guarantees an 
exceptionally long service life, but also 
ensures consistently high performance, 
even under intensive use. Efficient, 
durable and versatile!

We offer a range of systems for the loose or 
layered packaging of logs, for both mesh bags and 
cardboard boxes. Thanks to the adjustable feet on 

the base frame, all versions can be used at an 
ergonomic working height.

 See page 148 for  more information !

Whilst the AutoSplit handles the 
splitting process fully automatically, the 
buffer is filled with wood, thereby 
ensuring a continuous workflow. This 
allows the operator to concentrate fully 
on feeding the long timber feed chute, 
which has a convenient height. This 
ensures an efficient workflow.

Thanks to the central lubrication rail, 
which is easily accessible from the outside, 
the machine can be easily kept in top 
condition. This minimises the effort 
involved and maximises the service life.

Highlights

O
P

T I

O N AL

 EASY TO MAINTAIN  CONTINUOUS SPLITTING 
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At the start, we made everything by hand, but 
it was fast clear that we needed help: And so, 

AutoSplit 375 has recently become part of our business. 
The automatic splitting machine makes the work much 
easier and impresses both with the high quality of 
the end product and the performance of the machine 
itself. Thanks to a large order for kindling, we can now 
utilise the AutoSplit to its full capacity and plan to 
produce around 300 solid cubic metres of firewood and 
kindling. This is our first POSCH machine, but of course 
we’re already thinking about how we can expand our 
fleet with another orange-and-green machine.

LUGGI, THE HOAZAREI FROM THE PINZGAU

AutoSplit
Until 2022, our automatic log splitters were designed 
specifically for the production of either firewood OR kindling. 
However, the AutoSplit 375 has changed all that – it can do 
both!

2-in-1: Firewood and kindling 
It is precisely this versatility in a single machine that makes 
the AutoSplit 375 so popular on the market. Not only does it 
significantly reduce the amount of work involved, but it also 
offers the flexibility to cater perfectly to different requirements 
– whilst ensuring top-quality square-shaped logs!

FROM THEORY TO PRACTICE

Nice to know!We make a conscious 
effort to distance 
ourselves from a 

throwaway culture, and 
that is one of the reasons 

why we guarantee the 
supply of wear and spare 
parts for a period of 20 

years!

FROM THE FIELDFROM THE FIELD

In spring 2024, Florian and Lukas set up “Die Hoazarei” – and ever since, things have been 
“heating up” for them when it comes to firewood: Not only have they recently become members 
of the Ofenholz association, but they also own an AutoSplit 375, which provides the necessary 
‘airflow’ for the production of kindling.
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That’s a good reason to choose the 
AutoSplit 375!

Adjust the thickness of the 
wood fast and tool-free: 
Using the easily accessible 
adjustment dial, you can 
achieve a continuously variable 
feed rate from 2 to 12 cm per 
cut by adjusting it. This allows 
you to achieve the desired 
timber thickness.

Feeding via the timber buffer 
makes feeding convenient and 

ensures a continuous workflow. 
Both round timber and square 

timber can be processed 
efficiently, thereby increasing 
productivity and minimising 

work interruptions.

The POSCH X-shaped splitting blade is made from 
high-quality, wear-resistant steel, ensuring a long 

service life. Instead of buying a new knife, the cutting 
blades can be resharpened if necessary. The very long 

brass guides significantly reduce wear on the knife and 
the guide rail.

The machine is operated by a control lever that can be 
actuated from either the left or the right. This allows the 

splitting function to be started flexibly and conveniently. A 
fold-down platform provides a clear view of the splitting 

process, whilst a safety grille offers additional protection. 
The adjustment wheel allows for precise adjustment of the 
log lengths. To ensure an ergonomic working position, the 

working height can be adjusted using the adjustable feet on 
the base frame.

Not much storage space? Our 
AutoSplit can be folded away 
tool-free, making it ideal for 
space-saving storage and 
transport. Both the feed trough 
and the packaging tray can be 
folded away to save space.

 CONTINUOUS WORK 

 WOOD THICKNESS GRADES 
 FREELY ADJUSTABLE 

 DURABLE SPLITTING BLADES 

 IBLE START AND EXCELLENT VISIBILITY!

 COMPACT TO STORE, 
 GREAT AT WORK! 

in action!

AutoSplit 375
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AutoSplit 375 Overview
Drive

Drive 1 Electric motor Petrol engine Tractor PTO shaft
Hybrid drive: 

 Tractor PTO shaft

Drive 2 - - - Electric motor

Type E9-400 B16.5 PZG PZG-E9-400

Firewood category Firewood and kindling Firewood and kindling Firewood and kindling Firewood and kindling

Type of incoming timber Softwood and hardwood Softwood and hardwood Softwood and hardwood Softwood and hardwood

Basic model Adjustable splitting stroke for lengths of 20/25/33 cm

Grey cast iron pump

Aluminium pump 

Oil cooler  for electric drive systems

Splitting blade X-shaped X-shaped X-shaped X-shaped

Solid rubber wheels, 280 mm in diameter

Height-adjustable feet

Technical
Data 

Splitting force max. t 11 11 11 11

Minimum log diameter (cm) 10 10 10 10

Log diameter max. cm 37.5 37.5 37.5 37.5

Minimum edge length (square timber) cm 10 10 10 10

Max. edge length (square timber) cm 30 30 30 30

Minimum log edge length (cm) 2 2 2 2

Maximum log edge length (cm) 15 15 15 15

Log length min. cm 16 16 16 16

Log length max. cm 42 42 42 42

Cylinder stroke max. mm 510 510 510 510

Weight kg 1142 1255 1142 1310

Splitting cycle, drive 1: approx. sec. 5 5 5 5

Splitting cycle, drive 2: approx. sec. - - - 5

Performance: Kindling drive 1, max. srm/h 1.5 1.5 1.5 1.5

Capacity: Kindling Drive 1 approx. bags/h 100 100 100 100

Firewood feed rate, drive 1, max. srm/h 10 10 10 10

Performance: Kindling drive 2, max. srm/h - - - 1.5

Capacity: Kindling Drive 2 approx. bags/h - - - 100

Firewood feed rate, drive 2: max. srm/h - - - 10

Power rating: S6 kW 9 - - 9

Motor protection switch - -
Phase inverter / rotation field detection / 
star-delta start - -

Mains power requirements 3 x 400 V, 50 Hz, 
CEE 32 A - - 3 x 400 V, 50 Hz, 

CEE 32 A
Average power consumption kWh* 5.0 – 8.0 - - 5.0 – 8.0

Power requirement PTO kW - - 17 17

PTO speed (rpm) - - 380 380

Joint shaft required - - Yes Yes

Internal combustion engine power - 16.5 kW / 22.4 HP - -

Fuel consumption l/h - 3.0 – 3.5 - -

Fuel tank capacity in litres - 30 - -

Hydraulic oil tank capacity l 70 70 70 70

Length transport / working position mm 2195 / 2195 2195 / 2105 2195 / 2360 2450 / 2195

Width transport / working position mm 2650 / 2650 2650 / 2650 2650 / 2650 2700 / 2650

Height transport / working position mm 2120 / 2120 2120 / 2120 2120 / 2120 2150 / 2120

Transport Solid rubber wheels, diameter 280 mm

Transport aid 

Forklift attachments / Lifting points

Special 
equipment 

Single blade for kindling made from boards/rinds

Machine model for short timber

Oil cooler

Accessory 
equipment

Basic packaging module with swivel-
ling packaging aid
Packaging chute

Sliding 2-piece frame

Conversion kit from long to short timber

Hour meter

 optional      not available      standard equipment
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Basic model AutoSplit 375
The automatic firewood and kindling machine for softwood and hardwood.

Article no. Type Name Drive Output: 
kindling, 

max. 
srm/h

Power
Firewood

max. 
srm/h

kindling 
– 

approx. 
 sacks

Split-
ting- 

cycle sec. 
approx.

Split-
ting 
force

t

Weight
~ kg

M6806C E9-400 AutoSplit 375, E9-400, automatic firewood 
and kindling machine for softwood and 
hardwood  with 11 t splitting force, driven 
by a 9 kW electric motor, S6, 3 x 400 V, 
50 Hz, CEE 32 A, star-delta start, motor 
protection switch with phase inverter and 
rotation field detection, incl. oil cooler, grey 
cast iron pump, adjustable splitting stroke 
for lengths of 20, 25 and 33 cm, adjustable 
log edge length 2–15 cm, Continuous 
splitting cycle approx. 5 seconds, x-shaped 
splitting blade, timber feed chute, floor-
standing model with forklift attachment, 
lifting points, platform and adjustable feet 
for adjusting the working height

1.5 10 100 5 11 1142

M6836C B16.5 AutoSplit 375, B16.5, Automatic kindling 
machine for softwood and hardwood  with 
11 t splitting force, driven by a 16.5 kW petrol 
engine, electric starter, including oil cooler, 
aluminium pump, adjustable splitting stroke 
for lengths of 20, 25 and 33 cm, adjustable 
log edge length 2–15 cm, Continuous 
splitting cycle approx. 5 seconds, x-shaped 
splitting blade, wood feed chute, floor-
standing model with forklift attachment, 
lifting points, platforms and adjustable feet 
for adjusting the working height

1.5 10 100 5 11 1255

M6816 PZG AutoSplit 375, PZG, automatic firewood 
and kindling machine for softwood and 
hardwood with 11 t splitting force, driven 
by tractor PTO shaft, required PTO speed 
380 rpm, power requirement 10, , grey 
cast iron pump, three-point linkage, Cat. 
I + II, adjustable splitting stroke for lengths 
of 20, 25 and 33 cm , adjustable log edge 
length 2 – 15 cm, splitting cycle duration 
approx. 5 seconds, x-shaped splitting 
blade, log feed chute, floor-standing 
model with forklift attachment, lifting 
points, platform and adjustable feet for 
adjusting the working height. PTO shaft 
required!

1.5 10 100 5 11 1142

M6821C PZG-
E9-400

AutoSplit 375, PZG-E9-400, automatic 
firewood and kindling machine for softwood 
and hardwood with 11 t splitting force, 
driven by tractor PTO shaft, required PTO 
speed 380 rpm, power requirement 17 kW, 
three-point linkage, Cat. I + II, drive with 
9 kW electric motor, S6, 3 x 400 V, 50 Hz, 
CEE 32 A, star-delta start, motor protection 
switch with phase inverter and rotation 
field detection, incl. oil cooler (only for 
electric motor drive!) and grey cast iron 
pump, adjustable splitting stroke for lengths 
of 20, 25 and 33 cm, adjustable log edge 
length 2 – 15 cm, Continuous splitting cycle 
approx. 5 seconds, x-shaped splitting blade, 
wood feed chute, floor-standing model 
with forklift attachment, lifting points, 
platform and adjustable feet for adjusting 
the working height. To operate the oil cooler 
when driven by the tractor PTO shaft, a 
3-pin 12 V continuous-current socket on the 
tractor is required. PTO shaft required!

1.5 10 100 5

11 1310

1.5 10 100 5

YF184 Freight costs AutoSplit 375 
Valid exclusively for deliveries to Austria and Germany.

YDI141 Commissioning AT/DE

www.posch.com
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Special equipment AutoSplit 375

Article no. Name Type
E9-400

Type
B16.5

Type
PZG

Type
PZG-

E9-400

Weight 
~ kg

C
(SO1013)

Surcharge for an oil cooler for continuous operation (recommended for 
operating times of 4 hours or more, or when operating at temperatures 
above 30°C). This reduces wear and tear, thereby ensuring a longer ser-
vice life for the hydraulic components. A 12 V, 3-pin continuous-current 
socket on the tractor is required to operate the oil cooler.

18

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

Accessory equipment AutoSplit 375
Packaging systems compatible with the basic model, for loose and/or bundled logs.

Article no. Name Type
E9-400

Type
B16.5

Type
PZG

Type
PZG-

E9-400

Weight 
~ kg

F0004842 Basic packaging module with swivelling packaging aid 
IMPORTANT: A suitable packaging chute is required for the work 
process!

67

F0004843 Packaging chute for logs up to 25 cm in length, for mesh sizes 
50 – 55 cm x 50 – 80 cm, including a screw-on plate for short logs and 
an integrated screen surface, so that the logs are cleaned during the 
process. ATTENTION: The basic packaging module (item no. F0004842) 
is required for this process!

34

F0004844 Packaging chute for logs up to 33 cm in length, for net sizes 
50 – 55 cm x 50 – 80 cm, including a screw-on plate for short logs and 
an integrated screen surface, so that the logs are cleaned during the 
process. ATTENTION: The basic packaging module (item no. F0004842) 
is required for this process!

14

F0004845 Packaging chute for logs up to 42 cm in length, for mesh sizes 
50 – 55 cm x 50 – 80 cm, including a screw-on plate for short logs and 
an integrated screen surface, so that the logs are cleaned during the 
process. ATTENTION: The basic packaging module (item no. F0004842) 
is required for this process!

17

F0004857 Sliding double frame for optional mesh bags, for loose packaging of 
kindling with a length of 20–25 cm 15

Z9900554 Mesh bags with drawstring, for up to 25 kg of contents (50 x 80 cm), 
pcs. 100, for loose packaging only 3

Z2000636 Walterscheid W-Line universal joint shaft
9

F0002179 Hour meter with analogue display, suitable for machines with a 400 V 
electric motor drive 1

F0001806 Hour meter with digital display of hours and PTO speed, suitable for 
machines driven by a tractor PTO shaft 1

F0001482 Operating hours counter with digital display, suitable for machines with 
petrol engine drive 1

 optional      not available      standard equipment

Is it important to you to get the most out of your machine? Our tip: Invest 
in an oil cooler! During continuous operation (4 hours or more per day), 
this extends the machine’s service life as it ensures a consistently low oil 
temperature, which reduces wear on the hydraulic components. This 
extends the machine’s service life! A 12 V, 3-pin continuous-current socket 
on the tractor is required to operate the oil cooler.

 RELIABLE CONTINUOUS OPERATION 
 THANKS TO LOW OIL TEMPERATURE 

Accessory equipment  
at a glance
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 FOR LOOSE OR LAYERED PACKAGING 

 BASIC MODULE WITH PACKAGING AID 

 PACKAGING FRAME FOR 
 TWO MESH BAGS 

Packaging in bags or boxes? A range 
of suitable systems is available to 

accommodate the various 
packaging options for loose and/or 

layered packaging of your timber 
pieces. The different versions can 

be set to an ergonomic working 
height thanks to the adjustable feet 

on the base frame.

The basic packaging module is fitted with a 
swivelling packaging aid and also serves as a 

support for the optional packaging chute. 
Depending on the length of the timber produced, 
we offer the appropriate packaging chutes: Pieces 

of wood up to 25 cm, up to 33 cm and up to 42 
cm. This allows you to adapt the machine flexibly 

to your requirements!

Use the side-sliding double frame for fast and 
loose packaging of kindling! Simply secure 
two mesh bags to the adjustable mechanism 
on the packaging frame and start the splitting 
process. As soon as one sack is full, move the 
frame and fill the second sack. In the 
meantime, you can remove the full bag and 
fit a new one – ensuring an efficient, 
uninterrupted workflow! The working height 
can be adjusted ergonomically thanks to the 
adjustable feet on the base frame.

Would you like to hire out your 
machine or keep track of its 
operating hours? A suitable 
operating hours counter is 

available for each drive variant, 
allowing you to read off the exact 

machine running time.

 HOUR METER 

Accessory equipment AutoSplit 375

Overview of the different grades of firewood
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D5 2 2 2 2 2 2

D7

D10

D12

D15

D20

Log diameter

Log size

typ. min. – max. 
processing diameter 

[cm]
length of firewood L

Splitting 
system

Splitting 
blade 10 15 20 25 30 35 40 45 50

VARIO
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limited scope of application ideal area of application2 Only where the softwood is of good quality (L 16 – 25) 


