
HydroCombi
A full-length log splitter is a success 

story

A classic that never gets old:
The beginnings date back to the 1980s, when the first hydraulic metre-long 

timber splitters came onto the market - a minor revolution at the time.  
Even today, the HydroCombi makes working with firewood considerably easier.
There are now 283 possible combinations to choose from – ranging from 13 to 
26 tonnes of splitting force, from petrol to hybrid powertrains, and featuring 
many extras such as a winch. And best of all, You can rely on the HydroCombi 
– for decades to come: Even today, the very first POSCH log splitters from the 

1980s and 1990s are still in use!  

You can never have enough of some greens:
More than 80,000 models sold speak for themselves! The metre-long timber 
splitter is not only extremely popular, but also a pioneer in terms of safety - 

thanks to the two-hand control and the newly revised Fixomatic system, which 
holds and splits both logs and billets safely and efficiently.

TRUNK ∅
max. 65 cm

PRODUCES
Metre-long timber

SPLITTER
standing

in action!

HydroCombi

SPLITTING
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HydroCombi   Autospeed

FIXOMATIC 2.0

BACK-FRIENDLY AND SAFE LIFTING 
OF THE LOG WITH THE LOG LIFTING 
DEVICE!

FLOOR GRATE WITH 
FUNCTIONAL DESIGN

POWERFUL PULLING FORCES 
THANKS TO THE WINCH

AUTOSPEED

Here you see the following configuration example: 
Item no: M2140PR	 HydroCombi 26, PZG-R
Item no: F0003870	 "750" winch (FH) Retrofit kit, radio and manually operated (optional)

TRUNK ∅
max. 65 cm

LOG LENGTH
max. 110 cm

SUPPLY/RETURN
23 | 42 cm/s

PROCESSING VOLUME
more than 20 cubic  

metres / year

KG

WEIGHT
min. 383 kg

SPLITTING FORCE
max. 26 t

O
P

T I

O N AL

New

WORK SMARTER, NOT HARD-
ER: DAMPED SAFETY GUARD 
WITH IMPACT PROTECTION!

New

New

SPLITTING
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HydroCombi   Autospeed

 FIXOMATIC 2.0 

 WORK SMARTER, NOT HARDER:  
 SHOCK-ABSORBING SAFETY BAR 
 WITH IMPACT PROTECTION 

 FLOOR GRATING WITH 
 FUNCTIONAL DESIGN 

 POWERFUL FORCES OF ATTRACTION   
 THANKS TO THE WINCH

 BACK-FRIENDLY AND 
 SAFE INSTALLATION 
 OF THE TRIBE WITH THE 
 LOG LIFTING DEVICE 

The HydroCombi brings heavy logs into the right position 
almost by itself. The standard mechanical log-lifting device 
straightens the logs comfortably and gently . The wood flap 
attached to it prevents the log from slipping or falling over 
during lifting. To make it easier to roll the log onto the log 
lifting device, it can be folded away in a single movement. The 
cushioned catching surface acts as a non-slip pad and impact 
protection, absorbs the energy of the split wood and minimises 
bounce-back. This keeps the logs in position for further 
processing and prevents them from falling towards the 
operator. Optional winches make your work even easier.

The two-part splitting blade (Fixomatic system) securely holds the 
wood in place for the splitting process – without the need for any 
fiddly holding. The lower wedge also fixes thin or angled wood 
without any problems, and the wedge is conveniently released at 
operating height. Incorporated, patented grooves on this part of the 
wedge make it easier to split fibrous or soft wood, prevent slipping 
and interlock. In addition, the tried-and-tested wood holding tip on 
the wedge guide ensures an even better grip. As soon as the splitting 
process is triggered, the upper wedge moves towards the fixed wedge 
holder and pushes the splitting wedge through the wood. Grooves in 
the upper part of the wedge guarantee precise guidance during the 
splitting process and thus increase the operator's safety.

In combination with the Fixomatic 
System 2.0, the special, further 
developed shape of the floor grid 
provides an optimum base and secure 
hold for your log. It ensures greater 
stability and, consequently, greater 
safety and comfort when loading or 
splitting wood.  
The floor grating can be folded up for 
easy cleaning; all you need to do is 
loosen a single screw. Effortlessly moves even the largest trunks 

into the splitting position without any 
physical exertion on your part. 

See page 55 for more information!

The new safety guard prevents the split 
wood from falling over and also serves 
as a practical intermediate storage 
space. Thanks to innovative technology, 
bent and damaged protective bars are a 
thing of the past.
Under heavy loads, the new safety bar 
swings downwards and backwards, 
providing additional energy-absorbing 
impact protection that minimises the 
rebound of the logs. A practical sappie 
holder is also integrated. If the winch is 
retrofitted, the safety guard can be 
easily folded down. This increases the 
working area for operating the winch.

OP T I O N
A

L

On page 280, you can 
find out all about the 
benefits of the Auto-

speed function!

  Autospeed

New

New New

Highlights
www.posch.com
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We wouldn’t want to be 
without the Fixomatic system now! 
It allows us to fix the wood to be split 
well and improve the timing and splitting 
quality. Working with wood and in the 
forest isn’t an easy task, but we enjoy 
doing it, and with the right tools, it’s even 
more fun!

FRANZ JESERER

Time and again, we receive photos from 
customers who have come up with clever 

solutions for their devices. We will take these 
on board as suggestions for improvement 
and, if they are assessed positively, we will 
incorporate them into our products. So the 

new model is now here too, packed with great 
features!

The Fixomatic wedge in its new, functional 
design provides more grip before the split-

ting process, the split logs land quietly on the 
damped side arms and the non-slip floor grid 

is now included.

FROM THEORY TO PRACTICE

Nice to know
!

An HydroCombi 
consists of around 

260 individual parts – 
from screws and the 
motor right through 
to the grey cast iron 

pump.

HydroCombi
The Fixomatic system
After a HydroCombi had been used jointly 
with, or by, a hunting association for over 20 
years, Franz Jeserer bought his own model 
from BayWa in 2017. As splitting takes place 
at various locations, the PTO drive was the 
first choice.

FROM THE FIELDFROM THE FIELD

SPLITTING
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Park your Sappie conveniently on the 
outside of the machine: Whether on the 
log lifting device or on the safety bar – 
the storage option issuitable for both 
right- andleft-handers, and the Sappie is 
easily accessiblefrom the operator’s 
station .

The splitting wedge, which slopes forwards as standard, 
prevents the split material from being pushed towards 

the operator and at the same time reduces the force re-
quired for splitting. The riving wedge consists of two 
parts: To prevent the wood from falling towards the 

operator during the splitting process, rollers with 
grooves are incorporated in the upper splitting wedge 

and grooves are integrated in the lower part of the 
splitting wedge. These patented innovations ensure 

precise guidance, minimise slippage of the wood and 
thus protect the operator from falling logs.

Avoid unnecessary empty runs when 
splitting and save time! Thanks to the 

stroke limiter, the return path is reduced 
to the required log height, so that the 

HydroCombi is ready for use more 
quickly. Optimise your work efficiency by 

simply adjusting the splitting stroke to 
the desired log length at a comfortable 

operating height: 
Loosen the locking screw and adjust the 

stroke using the markings on the stop 
bar.

The smooth-running 
industrial grey cast 
iron pump ensures 
reliable and efficient 
performance. It 
minimises vibrations 
and noise, making it 
particularly pleasant 
to use and ensuring a 
long service life. Ideal 
for long-term use.

For storage and transport of the 
HydroCombi, the cylinder can be lowered 
to reduce the overall height of the 
machine. If your machine is equipped 
with a winch, it can be folded in for 
transport. With its compact height (up to 
a max. of 2 m), the HydroCombi fits into 
almost any shed. 

For increased safety: If a 
piece of wood gets between 
the splitting wedge and the 
safety shut-off flap during 
the return travel, it stops 
the return travel of the 
splitting wedge.

Where to put the tools when your 
machine is being transported? Use the 
tool holder fitted as standard to 
securely attach the required accesso-
ries for transport.

in action!

HydroCombi

 EFFICIENT, QUIET AND DURABLE: 
 THE INDUSTRIAL GREY CAST IRON PUMP 
 FOR DEMANDING APPLICATIONS 

 INNOVATIVE RIVING WEDGE 

 WITH THE STROKE LIMITER 
 YOU CAN SPLIT FASTER! 

 SAPPIE HOLDER 

 BIG ON THE JOB, COMPACT FOR 
 STORAGE AND TRANSPORT 

 TOOL HOLDER 

That’s a point in favour of the 
HydroCombi!

 SAFETY  
 SHUT-OFF DAMPER 

www.posch.com
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Drive
Drive 1

Tractor 
PTO shaft Electric motor Electric motor

Hybrid drive: Tractor 
PTO shaft Petrol engine

Drive 2 - - - Electric motor -

Type PZG-V2 E5.5-400-V2 E5.5D-400-V2 
Turbo

PZG-
E5.5-400-V2

B5.5D-V2 Turbo

Basic 
model

Fixomatic 2.0

V2 Speed

Autospeed

Mechanical log lifting device

Adjustable splitting stroke

Grey cast iron pump

Aluminium pump 

Two-stage pump

Three-point linkage Cat. I + II

hand-geared trolley with support wheel

Non-slip floor grate

Technical 
data

Splitting force max. t 13 13 13 13 13

Log diameter max. cm 45 45 45 45 45

Log length min. cm 55 55 55 55 55

Log length max. cm 110 110 110 110 110

Cylinder stroke max. mm 1000 1000 1000 1000 1000

Splitting wedge length mm 240 240 240 240 240

Weight kg 385 385 391 384 383

Supply stage 1 (drive 1) cm/s 11 5 4 11 3

Supply stage 2 (drive 1) cm/s 23 10 22 23 22

Return drive 1 cm/s 20 9 19 20 19

Supply stage 1 Drive 2 cm/s - - - 5 -

Supply stage 2 Drive 2 cm/s - - - 10 -

Return drive 2 cm/s - - - 9 -

Power specification electric motor S6 kW - 5.5 5.5 5.5 -

Average power consumption kWh* - 2–3 2–3 2–3 -

Motor protection switch / phase inverter - -

Rotation field detection - -

Star-delta start - -

Mains power requirements - 3x 400 V, 50 Hz, 
CEE 16 A

3x 400 V, 50 Hz, 
CEE 16 A

3x 400 V, 50 Hz, 
CEE 16 A -

Power requirement PTO kW 14 - - 14 -

PTO speed min. rpm 300–450 - - 300–450 -

PTO speed max. for 4 h rpm ** 540 - - 540 -

Joint shaft required Yes - - Yes -

Power specification combustion engine - - - - 5.5 kW / 7.5 hp

Fuel consumption l/h - - - - 1.0 – 1.5

Fuel tank capacity in litres - - - - 4.1

Hydraulic oil tank capacity l 18 18 18 18 18

Length transport / working position mm 1450 / 1320 1600 / 1100 1600 / 1100 1370 / 1340 2040 / 1340

Width transport / working position mm 1150 / 1360 920 / 1880 910 / 1880 1250 / 1800 1250 / 1880

Height transport / working position mm 2150 / 2600 2200 / 2800 2240 / 2600 1920 / 2600 1900 / 2600

Transport hand-geared trolley with support wheel

Transport device for PZG/PZG-E drive

Road chassis can be uncoupled

Three-point linkage Cat. I + II

Special 
equipment

Hydraulic log lifting device

Road chassis (can be uncoupled)

Winch 500 manual

Winch 750 manual/radio

Gripping tongs

2-hook stripper
Accessory 
equipment

Transport device for PZG/PZG-E drive

Chainsaw mount

Hour meter

 optional      not available      standard equipment

HydroCombi 13 Overview
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Basic model HydroCombi 13     V2 Speed

The hydraulic metre-long timber splitter for beginners.

Article no. Type Name Drive Supply 
stage 1
 cm / s

Supply 
stage 2
cm / s

Return
Cm/s

Split-
ting 

force t

Weight
~ kg

M2822P PZG-V2 HydroCombi 13, PZG-V2, vertical log splitter with 13, t 
splitting force, driven by tractor PTO shaft, required 
PTO speed 300–450 rpm, power requirement 14, kW, 
grey cast iron pump, max. log length 110 cm, Fixomatic, 
V2 Speed, mechanical log lifting device with wood 
flap, safety bar, lift limit, floor grating, three-point 
linkage, Cat. I + II. PTO shaft required!

11 23 20 13 385

M2820P E5.5-400-V2 HydroCombi 13, E5.5-400-V2, vertical log splitter with 
13 t splitting force, driven by a 5.5 kW electric motor, 
S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, motor 
protection switch with phase inverter, 
Aluminium pump, max. log length 110 cm, Fixomatic, 
V2 Speed, mechanical log lifting device with wood 
flap, safety bar, lift limiter, floor grating, manual 
trolley with support wheel

5 10 9 13 385

M2821P E5.5D-
400-V2 
Turbo

HydroCombi 13, E5.5D-400-V2 Turbo, vertical log 
splitter with 13 t splitting force, driven by a 5.5 kW 
electric motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, direct 
start, motor protection switch with phase inverter 
and rotation field detection, aluminium two-stage 
pump, max. log length 110 cm, Fixomatic, V2 Speed, 
mechanical log lifting device with wood flap, safety 
bar, lift limit, floor grating, manual trolley with 
support wheel

4 22 19 13 391

M2824P PZG-E5.5-
400-V2

HydroCombi 13, PZG-E5.5-400-V2, vertical log splitter 
with 13, t splitting force, driven by tractor PTO shaft, 
required PTO speed 300–450 rpm, power requirement 
14, kW, grey cast iron pump and drive with 5.5 kW 
electric motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, direct 
start, motor protection switch with phase inverter, 
aluminium pump, max. log length 110 cm, Fixomatic, 
V2 Speed, mechanical log lifting device with wood flap, 
safety bar, lift limit, floor grating, three-point linkage 
Cat. I + II. PTO shaft required!

11 23 20 13

384

5 10 9 13

M2823P B5.9D-V2 
Turbo

HydroCombi 13, B5,9D-V2 Turbo, vertical log splitter 
with 13 t splitting force, drive powered by a 5.9 kW 
petrol engine, recoil starter, aluminium two-stage 
pump, max. log length 110 cm, Fixomatic, V2 Speed , 
mechanical log lifting device with wood flap, safety 
bar, lift limiter, floor grating, manual trolley with 
support wheel

3 22 19 13 383

On page 280, you can 
find out all about the 

benefits of the 
V2 Speed function!

    V2 Speed

 MANUAL TROLLEY 

 HYDROCOMBI 13, PZG-V2 

On models without three-point linkage, the standard, 
removable hand-geared trolley with two wheels (diameter 
300 mm) and a swivelling support wheel ensure optimum 
transport of your HydroCombi 13.
The steering lever allows you to manoeuvre the machine 
effortlessly on firm ground and fasten it to the 
transport position.

www.posch.com
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Special equipment HydroCombi 13

Article no. Name Type
PZG-V2

Type
E5.5-

400-V2

Type
E5.5D-400-V2 

Turbo

Type
PZG-E-5.5-
400-V2

Type 
B5.9D-V2 

Turbo

Weight
~ kg

R
(SO1001)

Autospeed option for the automatic selection 
of the optimum shearing speed and the requi-
red splitting force.

6

D
(SO1006)

Surcharge for three-point linkage Cat. I + II, for 
easy transport with the tractor, for machines 
with electric motor drive. The three-point linkage 
Cat. I + II is fitted as standard on machines 
with tractor PTO shaft and hybrid drive. This 
special equipment includes the F0003117 travel 
mechanism. The standard manual trolley with 
support wheel is no longer included. 

35

 optional      not available      standard equipment

Accessory equipment HydroCombi 13
For more power and comfort during producing firewood.

Article no. Name Type
PZG-V2

Type
E5.5-

400-V2

Type
E5.5D-400-V2 

Turbo

Type
PZG-E-5.5-
400-V2

Type 
B5.9D-V2 

Turbo

Weight
~ kg

F0003117 A travel mechanism for manually transporting 
the machine, fitted with a handle and 
two swivelling support wheels. The travel 
mechanism is coupled via the three-point 
linkage on machines powered by a tractor PTO 
shaft or with a hybrid drive: Tractor PTO + 
electric motor.

23

F0003357 Chainsaw holder for safe transport and practical 
storage of the chainsaw 3

F0001482 Operating hours counter with digital display, 
suitable for machines with petrol engine drive 1

F0002179 Hour meter with analogue display, suitable for 
machines with an electric motor drive of 400 V 1

F0001806 Operating hours counter with digital display 
of hours and PTO shaft speed, suitable for 
machines with tractor PTO shaft drive

1

Z2000635 Walterscheid W-Line universal joint shaft
8

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

 TRANSPORT ON THE TRACTOR 
Do you also work outside the home and yard? Thanks to the three-point 
linkage, Cat. With I + II, the HydroCombi can be easily transported on the 
tractor. On models with a tractor PTO shaft, this is standard; on electric-
powered machines, it is available as an optional feature. Alternatively, your 
HydroCombi with three-point linkage can also be moved manually – thanks 
to the included travel mechanism with two swivelling support wheels, which 
simply attaches to the three-point linkage.

Practical for storage in the shed or 
to move your HydroCombi 13 to places 

you can no longer get to with your tractor. The 
removable transport device with 2 swivelling support 

wheels is attached to the three-point linkage. This 
allows you to manually 

manoeuvre your machine on paved surfaces.
Item no: F0003117

 TRAVEL MECHANISM 

 HOUR METER 

 CHAINSAW MOUNT 

On page 280, you can 
find out all about the 

benefits of the Autospeed 
function!

  Autospeed

SPLITTING
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Electric drive HydroCombi 13 Retrofit kit 
For HydroCombi machines with tractor PTO drive from year of manufacture 2023. Enables the switch to a modern hybrid 
powertrain by incorporating an additional electric motor.

Article no. Name Type
PZG-V2

Type
E5.5-

400-V2

Type
E5.5D-400-V2 

Turbo

Type
PZG-E-5.5-
400-V2

Type 
B5.9D-V2 

Turbo

Weight
~ kg

F0002762 Retrofitting for an additional electric drive, 
comprising a 5.5 kW electric motor, S6, 3 x 
400 V, 50 Hz, S6, CEE 16 A and direct start, a 
motor protection switch with phase inverter, 
an aluminium pump and other necessary 
accessories. Suitable for HydroCombi 10 and 13 
models manufactured from 2023 onwards, with 
tractor PTO shaft drive.
Estimated installation time: 6 hours

65

 optional      not available      standard equipment

Retrofitting Fixomatic 2.0 | Absorbers HydroCombi  
For HydroCombi machines from model year 2010, "M" series (e.g. article no. MxxxxM).	

Article no. Name Type
PZG-V2

Type
E5.5-

400-V2

Type
E5.5D-400-V2 

Turbo

Type
PZG-E-5.5-
400-V2

Type
B5.9D-V2 

Turbo

Weight
~ kg

F0004979 Fixomatic 2.0 Retrofit kit with rollers, 
consisting of a movable lower wedge section 
with integrated grooves and rollers with 
grooves for the riving wedge. Suitable for 
HydroCombi 13 and 18, M standard equipment.
Estimated installation time: 2 hours

15

F0004982 Retrofitting for left and right absorber, for 
cushioning the catching surfaces on the guard 
rail and log lifting device as non-slip padding 
and impact protection. The energy is absorbed 
and recoil of the split wood is minimised, 
which keeps the logs in a better position for 
further processing. Suitable for HydroCombi 13, 
16, 18 and 20, M standard equipment.
Estimated installation time: 3 hours

6

 optional      not available      standard equipment

 RETROFITTING FOR ELECTRIC DRIVE FOR HYDROCOMBI MODELS 10 AND 13 
 FROM YEAR OF CONSTRUCTION 2023, TYPE PZG 

Upgrade your HydroCombi 10 or 13 from model year 2023 to a modern and reliable 
electric motor solution with the electric motor Retrofit kit! Benefit 
You can count on durable, low-maintenance technology that delivers performance and 
significantly increases the flexibility of your machine. 
The 5.5 kW electric motor (S6) is an efficient alternative to the conventional drive. The 
unit includes a direct-start motor protection switch with a phase inverter to ensure safety. 
The power supply is 3 x 400 V, 50 Hz, 
CEE 16 A – ideal for demanding applications. The retrofit kit contains all 
It comes with all the necessary accessories and is pre-assembled as far as possible!

For easier splitting of fibrous or 
soft wood. The grooved rollers 
for the splitting wedge ensure 

precise guidance during the 
splitting process, thereby 

enhancing the operator’s safety.

 RETROFIT KIT   
 FIXOMATIC WITH ‘ ’ ROLLERS

 ABSORBER RETROFIT KIT 
 LEFT AND RIGHT 

www.posch.com
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HydroCombi 16 HydroCombi 18

Drive
Drive 1

Tractor PTO 
shaft Electric motor

Hybrid drive:
Tractor PTO shaft

Tractor 
PTO shaft Electric motor

Hybrid drive:
Tractor PTO shaft

Drive 2 - - Electric motor - - Electric motor

Type PZG-R E5.5D-400-R PZG-E5.5D-400-R PZG-R E5.5D-400-R PZG-E5.5D-400-R

Basic 
model

Fixomatic 2.0

V2 Speed

Autospeed

Mechanical log lifting device

Adjustable splitting stroke

Grey cast iron pump

Aluminium pump 

Two-stage pump

Three-point linkage Cat. I + II

hand-geared trolley with support wheel

Non-slip floor grate

Technical 
data

Splitting force max. t 16 16 16 18 18 18

Log diameter max. cm 50 50 50 50 50 50

Log length min. cm 55 55 55 55 55 55

Log length max. cm 110 110 110 110 110 110

Cylinder stroke max. mm 1000 1000 1000 1000 1000 1000

Splitting wedge length mm 240 240 240 240 240 240

Weight kg 465 509 512 475 513 529

Supply stage 1 (drive 1) cm/s 11 5 11 10 5 10

Supply stage 2 (drive 1) cm/s 19 16 19 19 16 19

Return drive 1 cm/s 23 19 23 19 16 19

Supply stage 1 Drive 2 cm/s - - 5 - - 5

Supply stage 2 Drive 2 cm/s - - 16 - - 16

Return drive 2 cm/s - - 19 - - 16

Power specification electric motor S6 kW - 5.5 5.5 - 5.5 5.5

Average power consumption kWh* - 2-3 2-3 - 2-3 2-3

Motor protection switch / phase inverter - -

Rotation field detection - -

Star-delta start - -

Mains power requirements - 3x 400 V, 50 Hz, 
CEE 16 A

3x 400 V, 50 Hz, 
CEE 16 A - 3x 400 V, 50 Hz, 

CEE 16 A
3x 400 V, 50 Hz, 

CEE 16 A
Power requirement PTO kW 17 - 17 17 - 17

PTO speed min. rpm 300 - 380 - 300 - 380 300 - 380 - 300 - 380

PTO speed max. for 4 h rpm ** 450 - 450 450 - 450

Joint shaft required Yes - Yes Yes - Yes

Power specification combustion engine - - - - - -

Fuel consumption l/h - - - - - -

Fuel tank capacity in litres - - - - - -

Hydraulic oil tank capacity l 38 38 38 38 38 38

Length transport / working position mm 1470 / 1470 1500 / 1470 1550 / 1470 1400 / 1470 1470 / 1470 1500 / 1470

Width transport / working position mm 1100 / 1950 1060 / 1950 1030 / 1950 1030 / 1330 1100 / 1950 1000 / 1950

Height transport / working position mm 2250 / 2620 2300 / 2620 2300 / 2620 2320 / 2620 2300 / 2620 2300 / 2620

Transport hand-geared trolley with support wheel

Transport device for PZG/PZG-E drive

Road chassis can be uncoupled

Three-point linkage Cat. I + II

Special 
equipment

Hydraulic log lifting device

Road chassis (can be uncoupled)

Winch 500 manual

Winch 750 manual/radio

Gripping tongs

2-hook stripper

Accessory 
equipment

Transport device for PZG/PZG-E drive

Chainsaw mount

Hour meter

 optional      not available      standard equipment

HydroCombi 16 and 18 Overview
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Basic model HydroCombi 16 and 18   Autospeed

A timeless classic: The popular metre-long timber splitter that makes your firewood work easier!

Article no. Type Name Drive Supply 
stage 1
 cm / s

Supply 
stage 2
cm / s

Return
Cm/s

Split-
ting 

force t

Weight
~ kg

M6202PR PZG-R HydroCombi 16, PZG-R, vertical log splitter with a 
splitting force of 16 , driven by tractor PTO shaft, 
required PTO speed 300–380 rpm, power requirement 
17 kW, grey cast iron pump, max. log length 110 cm, 
Fixomatic, Autospeed, mechanical log lifting device 
with wood flap, safety bar, lift limit, floor grating, 
three-point linkage, Cat. I + II. PTO shaft required!

11 19 23 16 465

M6204PR E5.5D-
400-R

HydroCombi 16, E5.5D-400-R, vertical log splitter 
with 16 t splitting force, driven by a 5.5 kW electric 
motor , S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, motor 
protection switch with phase inverter and rotation 
field detection, aluminium two-stage pump, max. log 
length 110 cm, Fixomatic, Autospeed, mechanical log 
lifting device with wood flap, safety bar, lift limit, floor 
grating, three-point linkage Cat. I + II

5 16 19 16 509

M6206PR PZG-
E5.5D-
400-R

HydroCombi 16, PZG-E5.5D-400-R, vertical splitter with 
16 t splitting force, drive with tractor PTO, required 
PTO speed 300-380 rpm, power requirement 17 kW, 
grey cast iron pump and drive with electric motor 5.5 
kW, S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, motor 
protection switch with phase inverter and rotating 
field detection, aluminium double-stage pump, max. 
log length 110 cm, Fixomatic, Autospeed, mechanical 
log device with wood flap, safety guard, floor grate, 
three-point linkage cat. I + II. 
PTO shaft required!

11 19 23

16 512

5 16 19

M6192PR PZG-R HydroCombi 18, PZG-R, vertical log splitter with a 
splitting force of 18 , driven by tractor PTO shaft, 
required PTO speed 300–380 rpm, power requirement 
17 kW, grey cast iron pump, 
, maximum log length 110 cm, Fixomatic, Autospeed, 
mechanical log lifting device with wood flap, safety 
bar, lift limit, floor grating, three-point linkage, Cat. 
I + II. 
PTO shaft required!

10 19 19 18 475

M6194PR E5.5D-
400-R

HydroCombi 18, E5.5D-400-R, vertical log splitter with 
18 t splitting force, driven by a 5.5 kW electric motor, 
S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, motor 
protection switch with phase inverter and rotation 
field detection, aluminium two-stage pump. 
Max. log length of 110 cm. Fixomatic, Autospeed, 
mechanical log lifting device with wood flap, safety 
bar, lift limit, floor grating, three-point linkage, Cat. 
I + II

5 16 16 18 513

M6196PR PZG-
E5.5D-
400-R

HydroCombi 18, PZG-E5.5D-400-R, upright splitter with 
18 t splitting force, drive with tractor PTO, required 
PTO speed 300-380 rpm, power requirement 17 kW, 
grey cast iron pump and drive with electric motor 5.5 
kW, S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start motor 
protection switch with phase inverter and rotating field 
detection, aluminium double-stage pump, max. log 
length 110 cm, Fixomatic, Autospeed, mechanical log 
device with wood flap, safety guard, floor grate, three-
point linkage cat. I + II. 
PTO shaft required!

10 19 19

18 529

5 16 16

You will find the item 
numbers for the winches 

on the next page!

HYDROCOMBI 18 PZG-R
 WITH AN ‘HC’ WINCH

 HYDROCOMBI 18 PZG-R 

www.posch.com
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Special equipment HydroCombi 16 and 18

Article no. Name Type
PZG-R

Type 
E5.5D-
400-R

Type 
PZG-E5.5D-

400-R

Weight
~ kg

H
(SO1007)

Surcharge for hydraulic log lifting device with its own oil circuit and 
integrated valve.
The standard mechanical lifting device is no longer required.

32

 optional      not available      standard equipment

Winches HydroCombi 16 and 18
Powerful, hydraulically operated winches are convenient helpers for producing firewood. POSCH winches stand out thanks 
to their soft start and soft descent when operated manually, automatic cable-end cut-off, and free cable extension on the 
'750' model. Bloch strip hooks included as standard. The winch can also be folded for transport. 

Article no. Name Type
PZG-R

Type 
E5.5D-
400-R

Type 
PZG-E5.5D-

400-R

Weight
~ kg

HC 
(SO1138)

'500' winch, hand-operated, 20 m rope, 500 kg pulling force, max. rope 
pay-out speed 80 cm/s. A 12 V 3-pin continuous-current socket on the 
tractor is required to operate the winch.

 
When the  
drive is 
running

Not suitable 
for use with an 
electric motor!

128

HW 
(SO1139)

Winch '750', manually operated, 40 m cable, 750 kg pulling force, 
unlimited cable extension speed. A 3-pin 12 V continuous current socket 
is required on the tractor to operate a winch.

 
When the  
drive is 
running

Not suitable 
for use with an 
electric motor!

128

FH
(SO1175)

'750' winch, radio-controlled and manually operated, 40 m rope, 750 kg 
pulling force, unlimited rope pay-out speed. Handheld transmitter with 
standard batteries. A 3-pin 12 V continuous current socket is required on 
the tractor to operate a winch.

 
When the  
drive is 
running

Not suitable 
for use with an 
electric motor!

128

F0003962 Gripper with torsion spring for winch, up to trunk diameter 65 cm
7

F0003971 Gripping tongs with coil spring to winch, up to log ∅ 80 cm.
8

F0002605 2-hole bloch strip hook for up to 1,000 kg, chain to winch with a length 
of 1 m for optimum log pick-up 4

F0003978 Adapter, converter from 3-pin continuous current socket to 7-pin Euro 
plug for vehicle lighting 1

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

Special equipment for original equipment incl. installation!

 HYDRAULIC LOG LIFTING DEVICE 
Another clever solution! The optional hydraulic log lifting device 
replaces the mechanical version and lifts the material to be split 
effortlessly into the splitting position. It enables precise control 
thanks to its own oil circuit and integrated valve.

An overview of winches 
and accessory equipment

SPLITTING
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This allows you to pull each log effortlessly to 
the machine. The winch scores points with its 

smooth start-up in manual mode and the 
automatic cable end shut-off. Thanks to the 
high feed point with the winch’s swivelling 

deflection pulley, you can position the trunk 
precisely beneath the splitting blade.

During manual actuation or 
remote control actuation, the 
40-metre-length cable is 
released to allow it to extend 
unimpeded.

The manual control is 
actuated briefly to release 
the 20-metre-length rope 
at a deployment speed of 

up to 0.8 m/s. 

The winch can be folded away for the 
storage and transport of the HydroCombi. 
With its compact height (up to a max. of 2 

m), the HydroCombi fits into almost any 
shed. 

 
The lowerable trunk lifting 
device and the side arm offer 
maximum freedom of 
movement when working with 
the winch – in both confined 
and open spaces.

 500 KG TENSILE FORCE 
 BY HAND  750 KG TENSILE FORCE BY 

 RADIO OR HAND 

 PROTECTS YOUR BACK, SAVES ENERGY 

 BIG ON THE JOB, COMPACT FOR  
 STORAGE AND TRANSPORT 

 MAXIMUM FREEDOM 

What speaks in favour of the winch

Does your tractor not have a permanent 
power plug? The adapter for converting 
from a 3-pin continuous current socket to 
a 7-pin Euro plug for the vehicle lighting 
is available as an option. 

 GRIPPING TONGS 

 2-HOOK STRIPPER 

Would you like to attach the winch cable to the log 
more easily and quickly? Two grippers are available 
for different trunk diameters. The built-in torsion 
spring ensures a secure hold, even when there is 
no tension on the cable. If the gripper is not in 
use, there is a separate parking device on the 
winch.

Would you like to attach the rope to the 
trunk using a chain with both block strip 
hooks instead of the standard block 
striphook, in order to pull large logs towards 
the machine even more safely? The two ‘ ’ block 
strip hooks are hammered into the trunk and 
double-anchored, thus ensuring an even more 
secure hold.

 ADAPTER FROM 3- TO 7-PIN 

Accessories for the winch

www.posch.com

55



Running gear HydroCombi 16 and 18
Mobile use - even outside the house and yard. 

Article no. Name Type
PZG-R

Type 
E5.5D-
400-R

Type 
PZG-E5.5D-

400-R

Weight
~ kg

SA 
(SO1008)

Surcharge for road chassis with rubber-sprung axle (80 km/h), ball-head 
coupling, overrun and parking brake, support wheel and lighting system. 
The chassis can be detached so that the machine can also be used with 
the standard Category three-point linkage. I + II. A prerequisite for use is 
the‘ ’ model classification of the machine and the acquisition of anindividual 
type-approval certificate (AT) or an individual operating licence (DE).

250

YDE142 Individual operating licence, model classification for Austria/Germany: 
HydroCombi, SplitMaster, Polly 1

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

Accessory equipment HydroCombi 16 and 18
For more power and comfort during producing firewood. 

Article no. Name Type
PZG-R

Type 
E5.5D-
400-R

Type 
PZG-E5.5D-

400-R

Weight
~ kg

F0003357 Chainsaw holder for safe transport and practical storage of the chainsaw
3

F0002179 Hour meter with analogue display, suitable for machines with an electric 
motor drive of 400 V 1

F0001806 Operating hours counter with digital display of hours and PTO shaft 
speed, suitable for machines with tractor PTO shaft drive 1

Z2000636 Walterscheid W-Line universal joint shaft
9

 optional      not available      standard equipment

Would you like to rent out your machine or keep an eye 
on the operating time? A suitable operating hours 
counter is available for each drive variant, allowing you 
to read off the exact machine running time.

 ROAD CHASSIS (80 KM/H) 
Simply transport your HydroCombi from A to B by car!
Our optional road chassis with rubber linkage axle (80 km/h), ball head hitch, overrun and 
parking brake, support wheel and lighting system makes transporting your HydroCombi 
uncomplicated. To operate the HydroCombi with tractor drive, simply uncouple the chassis 
from the machine and start work immediately or operate the HydroCombi on the Cat. I + 
II three-point linkage. A prerequisite for use is the model classification of the machine and 
the acquisition of an individual type-approval certificate (AT) or an individual operating 
licence (DE). The chassis is also equipped with two support legs for safe uncoupling before 
working with the machine.

 CHAINSAW MOUNT 
For safe transport and 

practical storage of your 
chainsaw.

 HOUR METER 

SPLITTING
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Retrofitting electric drive HydroCombi 16 and 18
For HydroCombi machines with tractor PTO drive from year of manufacture 2023. Enables the switch to a modern hybrid 
powertrain by incorporating an additional electric motor.

Article no. Name Type
PZG-R

Type 
E5.5D-
400-R

Type 
PZG-E5.5D-

400-R

Weight
~ kg

F0004895 Retrofitting for an additional electric drive, comprising a 5.5 kW electric 
motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start and a motor protection 
switch with phase inverter and rotation field detection, 
aluminium double-stage pump and other necessary accessories.
Suitable for HydroCombi 16, 18 and 20 from model year 2023 with tractor 
PTO drive. 
Estimated installation time: 6 hours

55

 optional      not available      standard equipment

Retrofitting Fixomatic 2.0 | Absorbers HydroCombi
For HydroCombi machines from model year 2010, "M" series (e.g. article no. MxxxxM).

Article no. Name Type
PZG-R

Type 
E5.5D-
400-R

Type 
PZG-E5.5D-

400-R

Weight
~ kg

F0004980 Fixomatic 2.0 retrofit kit with rollers, comprising a movable 
Knife base with integrated grooves and rollers with grooves for 
the splitting wedge. Suitable for HydroCombi 16 and 18, M standard 
equipment. Estimated installation time: 2 hours

15

F0004982 Retrofitting for left and right absorber, for cushioning the catching 
surfaces on the guard rail and log lifting device as non-slip padding and 
impact protection. The energy is absorbed and recoil of the split wood 
is minimised, which keeps the logs in a better position for further 
processing. Suitable for HydroCombi 13, 16, 18 and 20, M standard 
equipment.
Estimated installation time: 3 hours

6

 optional      not available      standard equipment

 RETROFITTING FOR ELECTRIC DRIVE FOR HYDROCOMBI MODELS 16, 18 AND 20 
 FROM YEAR OF CONSTRUCTION 2023, TYPE PZG 

Upgrade your HydroCombi 16, 18 or 20 from model year 2023 to a modern and reliable 
electric motor solution with the electric motor Retrofit kit! Benefit from durable, 
maintenance-friendly technology that significantly increases the performance and flexibility 
of your machine. 
The 5.5 kW electric motor (S6) is an efficient alternative to the conventional drive. The kit 
includes a direct-start motor protection switch with phase inverter and rotating field 
detection for safe operation. Power is supplied via 3 x 400 V, 50 Hz, CEE 16 A – ideal for 
demanding applications. 
The Retrofit kit contains all the necessary accessories and is pre-assembled as far as 
possible!

For easier splitting of fibrous or 
soft wood. The grooved rollers 
for the splitting wedge ensure 

precise guidance during the 
splitting process, thereby 

enhancing the operator’s safety.

 RETROFIT KIT   
 FIXOMATIC WITH ROLLERS

 ABSORBER RETROFIT KIT 
 LEFT AND RIGHT 

www.posch.com
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The winch is operated via the tractor PTO drive, which 
ensures reliable and powerful utilisation. For machines 

equipped with both drive variants - tractor PTO shaft 
and electric motor - winch operation is only possible 

when driven via the tractor PTO shaft in order to 
ensure optimum safety.

Important notes:
	 A 3-pin 12 V continuous-current socket on the tractor is required for operation.
	 To secure the winch to the column, it may be necessary – depending on the year of 
manufacture – to weld two brackets onto it.

	 Estimated installation time: 6 hours.

Retrofitting winch HydroCombi 16 and 18
Looking for a powerful helper that makes producing firewood more comfortable? POSCH winches can also be retrofitted. 
They pull every trunk effortlessly towards the machine, offering the benefits of a smooth start and gentle lowering in 
manual mode, automatic rope-end shut-off, and the winch can also be folded away for transport. For machines in the ‘M’ 
series (e.g. item no. MxxxxMR) manufactured from 2010 onwards, the ‘L’ series (e.g. item no. MxxxLR) manufactured from 
2011 onwards, and the ‘P’ series (e.g. item no. MxxxxPR) manufactured from 2025 onwards. 
 
To ensure that the winch is compatible with your machine, please check that the item number matches the one on your 
machine’s type plate. Operation is only possible with a tractor PTO drive and a 3-pin 12 V continuous current socket is also 
required. Please note that retrofitting a winch to the HydroCombi 16 ‘Turbo’ model is not possible. 

Article no. Name Type
PZG-R

Type 
E5.5D-
400-R

Type 
PZG-E5.5D-

400-R

Weight
~ kg

F0003861 '500' (HC) winch retrofit kit, hand-operated, 20 m rope, 500 kg pulling 
force, max. rope pay-out speed 80 cm/s. Suitable for HydroCombi 16, 18 
and 20 models with tractor PTO shaft drive.
Estimated installation time: 6 hours

70

F0003862 '500' (HC) winch retrofit kit, hand-operated, 20 m rope, 500 kg pulling 
force, max. rope pay-out speed 80 cm/s. Suitable for HydroCombi 16, 18 
and 20 models with hybrid drive: Tractor
PTO + electric motor.
Estimated installation time: 6 hours

85

F0003863 '750' (HW) winch retrofit kit, hand-operated, 40 m rope, 750 kg pulling 
force, unlimited rope pay-out speed. Suitable for 
HydroCombi 16, 18 and 20, driven by the tractor PTO shaft.
Estimated installation time: 6 hours

126

F0003864 '750' (HW) winch retrofit kit, hand-operated, 40 m rope, 750 kg pulling 
force, unlimited rope pay-out speed. Suitable for 
HydroCombi 16, 18 and 20 with hybrid drive: Tractor
PTO + electric motor.
Estimated installation time: 6 hours

145

F0003865 '750' (FH) winch retrofit kit, radio-controlled and manually operated, 
40 m of rope, 750 kg pulling force, handheld transmitter with standard 
batteries, unlimited rope pay-out speed. Suitable for HydroCombi 16, 
18 and 20, driven by the tractor PTO shaft.
Estimated installation time: 6 hours

130

F0003866 '750' (FH) winch retrofit kit, radio-controlled and manually operated, 40 m 
rope, 750 kg pulling force, handheld transmitter with standard batteries, 
unlimited rope pay-out speed. Suitable for HydroCombi 16, 18 and 20 
with a hybrid drive: Tractor PTO + electric motor. Estimated installation 
time: 6 hours

145

H
(SO1233) 

Required extension for the ‘H’ winch retrofitting for valve mounting, 
suitable for HydroCombi 16, 18, 20, 22, 24 Turbo and 26 models with an 
existing hydraulic log lifting device (e.g. F0003861H).
Estimated installation time: 1 hour

1

 optional      not available      standard equipment

Retrofitting winch on HydroCombi models 
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Retrofitting for the winch
Shortly after purchasing the HydroCombi from BayWa Lamag Frastanz, Erich 
Seemann retrofitted a winch. Each year, approximately 20 to 40 m³ of ash and beech 
wood is required to fuel the sandstone stove in the living room and the central 
heating system. Whether gnarled or fibrous logs with a diameter of up to 75 cm – 
after eight years of use, here is a summary:

FROM THE FIELDFROM THE FIELD

I worked for a year without using 
winches to save money.

I soon regretted that.
The radio operated winch was 

retrofitted in 2016 - what a revelation! I 
use my HydroCombi 22 often & happily! 

Thanks to the 40- cable of length 40 
metres and its enormous pulling force, 
the winch can pull in even the thickest 

metre-long logs.

ERICH SEEMANN

What speaks in favour 
       of the winch

Mr Seemann became aware of the company through a 
"Landwirt" test report - the good, general service and 
product quality had convinced him. It is driven by his 
small Steyr 545 tractor.

www.posch.com
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HydroCombi 20

Drive
Drive 1

Tractor 
PTO shaft Electric motor

Hybrid drive: Trac-
tor PTO shaft

Drive 2 - - Electric motor

Type PZG-R E5.5D-400-R PZG-E5.5D-400-R

Basic 
model

Fixomatic 2.0

V2 Speed

Autospeed

Mechanical log lifting device

Adjustable splitting stroke

Grey cast iron pump

Aluminium pump 

Two-stage pump

Three-point linkage Cat. I + II

hand-geared trolley with support wheel

Non-slip floor grate

Technical 
Data

Splitting force max. t 20 20 20

Log diameter max. cm 60 60 60

Log length min. cm 55 55 55

Log length max. cm 110 110 110

Cylinder stroke max. mm 1000 1000 1000

Splitting wedge length mm 300 300 300

Weight kg 559 587 643

Supply stage 1 (drive 1) cm/s 11 5 11

Supply stage 2 (drive 1) cm/s 22 16 22

Return drive 1 cm/s 21 16 21

Supply stage 1 Drive 2 cm/s - - 5

Supply stage 2 Drive 2 cm/s - - 16

Return drive 2 cm/s - - 16

Power specification electric motor S6 kW - 5.5 5.5

Average power consumption kWh* - 2-3 2-3

Motor protection switch / phase inverter -

Rotation field detection -

Star-delta start -

Mains power requirements - 3x 400 V, 50 Hz, 
CEE 16 A

3x 400 V, 50 Hz, 
CEE 16 A

Power requirement PTO kW 21 - 21

PTO speed min. rpm 300 - 380 - 300–  –380

PTO speed max. for 4 h rpm ** 420 - 420

Joint shaft required Yes - Yes

Power specification combustion engine - - -

Fuel consumption l/h - - -

Fuel tank capacity in litres - - -

Hydraulic oil tank capacity l 38 38 38

Length transport / working position mm 1500 / 1470 1470 / 1470 1600 / 1470

Width transport / working position mm 1050 / 1950 1050 / 1950 1030 / 1950

Height transport / working position mm 2150 / 2650 2340 / 2650 2370 / 2650

Transport hand-geared trolley with support wheel

Transport device for PZG/PZG-E drive

Road chassis can be uncoupled

Three-point linkage Cat. I + II

Special equipment Hydraulic log lifting device

Road chassis (can be uncoupled)

Winch 500 manual

Winch 750 manual/radio

Gripping tongs

2-hook stripper

Accessory 
equipment

Transport device for PZG/PZG-E drive

Chainsaw mount

Hour meter

 optional      not available      standard equipment

HydroCombi 20 Overview
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HydroCombi 22 HydroCombi 26

Drive
Drive 1

Tractor 
PTO shaft Electric motor

Hybrid drive: 
Tractor PTO shaft

Tractor 
PTO shaft Electric motor

Hybrid drive:
Tractor PTO shaft

Drive 2 - - Electric motor - - Electric motor

Type PZG-R E7.5D-400-R PZG-E7.5D-400-R PZG-R E7.5D-400-R PZG-E7.5D-400-R

Basic 
model

Fixomatic 2.0

V2 Speed

Autospeed

Mechanical log lifting device

Adjustable splitting stroke

Grey cast iron pump

Aluminium pump 

Two-stage pump

Three-point linkage Cat. I + II

hand-geared trolley with support wheel

Non-slip floor grate

Technical 
Data

Splitting force max. t 22 22 22 26 26 26

Log diameter max. cm 60 60 60 65 65 65

Log length min. cm 55 55 55 55 55 55

Log length max. cm 110 110 110 110 110 110

Cylinder stroke max. mm 1000 1000 1000 1000 1000 1000

Splitting wedge length mm 300 300 300 300 300 300

Weight kg 595 647 665 645 679 705

Supply stage 1 (drive 1) cm/s 11 6 11 10 6 10

Supply stage 2 (drive 1) cm/s 23 20 23 23 20 23

Return drive 1 cm/s 20 18 20 17 15 17

Supply stage 1 Drive 2 cm/s - - 6 - - 6

Supply stage 2 Drive 2 cm/s - - 20 - - 20

Return drive 2 cm/s - - 18 - - 15

Power specification electric motor S6 kW - 7.5 7.5 - 7.5 7.5

Average power consumption kWh* - 2.5 - 4 2.5 - 4 - 2.5 - 4 2.5 - 4

Motor protection switch / phase inverter - -

Rotation field detection - -

Star-delta start - -

Mains power requirements - 3x 400 V, 50 Hz, 
CEE 16 A

3x 400 V, 50 Hz, 
CEE 16 A - 3x 400 V, 50 Hz, 

CEE 16 A
3x 400 V, 50 Hz, 

CEE 16 A
Power requirement PTO kW 23 - 23 24 - 24

PTO speed min. rpm 300 - 450 - 300–450 300–450 - 300–450

PTO speed max. for 4 h rpm ** 500 - 500 450 - 450

Joint shaft required Yes - Yes Yes - Yes

Power specification combustion engine - - - - - -

Fuel consumption l/h - - - - - -

Fuel tank capacity in litres - - - - - -

Hydraulic oil tank capacity l 43 43 43 43 43 43

Length transport / working position mm 1550 / 1580 1550 / 1580 1650 / 1580 1600 / 1585 1600 / 1585 1640 / 1585

Width transport / working position mm 1050 / 1320 1050 / 1320 1040 / 1930 1040 / 1950 1030 / 1950 1050 / 1950

Height transport / working position mm 2250 / 2650 2250 / 2650 2350 / 2650 2460 / 2675 2540 / 2675 2460 / 2675

Transport hand-geared trolley with support wheel

Transport device for PZG/PZG-E drive

Road chassis can be uncoupled

Three-point linkage Cat. I + II

Special-
equipment 

Hydraulic log lifting device

Road chassis (can be uncoupled)

Winch 500 manual

Winch 750 manual/radio

Gripping tongs

2-hook stripper

Accessory 
equipment

Transport device for PZG/PZG-E drive

Chainsaw mount

Hour meter

 optional      not available      standard equipment

HydroCombi 22 and 26 overview
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Basic model HydroCombi 20 and 22   Autospeed

The hydraulic firewood splitters with more power for a higher hourly output when splitting wood by the metre for professionals.

Article no. Type Name Drive Supply 
stage 1
 cm / s

Supply 
stage 2
cm / s

Return
Cm/s

Split-
ting 

force t

Weight
~ kg

M6230PR PZG-R HydroCombi 20, PZG-R, vertical log splitter with 20 t 
splitting force, driven by tractor PTO shaft, required 
PTO speed 300–380 rpm, power requirement 21 
kW, grey cast iron pump, max. log length 110 cm, 
Fixomatic, Autospeed, mechanical log lifting device 
with wood flap, safety bar, lift limit, floor grating, 
three-point linkage, Cat. I + II. PTO shaft required!

11 22 21 20 559

M6233PR E5.5D-
400-R

HydroCombi 20, E5.5D-400-R, vertical log splitter 
with 20, t splitting force, driven by a 5.5 kW electric 
motor , S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, 
motor protection switch with phase inverter and 
rotation field detection, aluminium two-stage pump, 
max. log length 110 cm, Fixomatic, Autospeed, 
mechanical log lifting device with wood flap, safety 
bar , lift limit, floor grating, three-point linkage Cat. 
I + II

5 16 16 20 587

M6234PR PZG-E5.5D-
400-R

HydroCombi 20, PZG-E5.5D-400-R, upright splitter 
with 20 t splitting force, drive with tractor PTO, 
required PTO speed 300-380 rpm, power requirement 
21 kW, cast iron pump, as well as drive with electric 
motor 5.5 kW, S6, 3 x 400 V, 50 Hz, CEE 16 A, direct 
start, motor protection switch with phase inverter 
and rotating field detection, aluminium double-stage 
pump, max. log length 110 cm, Fixomatic, Autospeed, 
mechanical log device with wood flap, guard rail, 
floor grating, three-point linkage cat. I + II. PTO shaft 
required!

11 22 21

20 643

5 16 16

M6241PR PZG-R HydroCombi 22, PZG-R, vertical log splitter with 
a splitting force of 22, , driven by tractor PTO 
shaft, required PTO speed 300–450 rpm, power 
requirement 23 kW, grey cast iron pump, max. log 
length 110 cm, Fixomatic, Autospeed, mechanical log 
lifting device with wood flap, safety bar, lift limiter, 
floor grating, three-point linkage, Cat. I + II. PTO 
shaft required!

11 23 20 22 595

M6243PR E7.5D-
400-R

HydroCombi 22, E7.5D-400-R, vertical log splitter 
with 22 t splitting force, driven by a 7.5 kW electric 
motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, star-delta 
start, motor protection switch with phase inverter 
and rotation field detection, aluminium two-stage 
pump, max. log length 110 cm, Fixomatic, Autospeed, 
mechanical log lifting device with wood flap, safety 
bar , lift limit, floor grating, three-point linkage Cat. 
I + II

6 20 18 22 647

M6244PR PZG-E7.5D-
400-R

 HydroCombi 22, PZG-E7.5D-400-R, Vertical log splitter 
with 22 t splitting force, driven by tractor PTO shaft,  
required PTO speed 300–450 rpm, power requirement 
23 kW, grey cast iron pump, and driven by a 7.5 kW 
electric motor, S6, 3 x 400 V, 50 Hz, 
CEE 16 A, star-delta start, motor protection switch with 
phase inverter and rotation field detection,aluminium 
two-stage pump, max. log length 110 cm, Fixomatic 
, Autospeed, mechanical trunk lifting device with 
wood flap, safety bar, lift limit, floor grating, three-
point linkage Cat. I + II. PTO shaft required!

11 23 20

22 665

6 20 18

SPLITTING
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Basic model HydroCombi 26   Autospeed

The hydraulic firewood splitters with more power for a higher hourly output when splitting wood by the metre for professionals.

Article no. Type Name Drive Supply 
stage 1
 cm / s

Supply 
stage 2
cm / s

Return
Cm/s

Split-
ting 

force t

Weight
~ kg

M2140PR PZG-R HydroCombi 26, PZG-R, vertical log splitter with 
a splitting force of 26, , driven by tractor PTO 
shaft, required PTO speed 300–450 rpm, power 
requirement 24 kW, grey cast iron pump, max. log 
length 110 cm, Fixomatic, Autospeed, mechanical log 
lifting device with wood flap, safety bar, lift limiter, 
floor grating, three-point linkage, Cat. I + II. PTO 
shaft required!

10 23 17 26 645

M2145PR E7.5D-
400-R

HydroCombi 26, E7.5D-400-R, vertical log splitter 
with 26 t splitting force, driven by a 7.5 kW electric 
motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, star-delta 
start, motor protection switch with phase inverter 
and rotation field detection, aluminium two-stage 
pump, max. log length 110 cm, Fixomatic, Autospeed, 
mechanical log lifting device with wood flap, safety 
bar , lift limit, floor grating, three-point linkage Cat. 
I + II.

6 20 15 26 679

M2143PR PZG-E7.5D-
400-R

HydroCombi 26, PZG-E7.5D-400-R, Vertical log 
splitter with 26 t splitting force, driven by tractor 
PTO shaft, required PTO speed 300–450 rpm, power 
requirement 24 kW, grey cast iron pump, driven by 
7.5 kW electric motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, 
star-delta start, motor protection switch with phase 
inverter and rotation field detection,aluminium 
two-stage pump, max. log length 110 cm, Fixomatic 
, Autospeed, mechanical trunk lifting device with 
wood flap, safety bar, lift limit, floor grating, three-
point linkage Cat. I + II. PTO shaft required!

10 23 17

26 705

6 20 15

Special equipment HydroCombi 20, 22 and 26

Article no. Name Hydro-
Combi

20, 22, 26

Weight
~ kg

H
(SO1007)

Surcharge for hydraulic log lifting device with its own oil circuit and integrated valve. The standard 
mechanical lifting device is no longer required. 32

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

 HYDRAULIC LOG LIFTING DEVICE 
Another clever solution! The optional hydraulic log lifting device 
replaces the mechanical version and lifts the material to be split 
effortlessly into the splitting position. It enables precise control 
thanks to its own oil circuit and integrated valve.

 HYDROCOMBI 26, PZG-R 

You will find the item 
numbers for the winches 
on the next page!

 HYDROCOMBI WITH 
 ‘FH’ WINCH 

www.posch.com
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Winches HydroCombi 20, 22 and 26
Looking for a powerful helper that makes producing firewood more comfortable? POSCH winches effortlessly pull every 
trunk towards the machine; they stand out for their smooth start-up and gentle lowering in manual mode, automatic ca-
ble-end shut-off, and free cable extension on the "750" model; furthermore, the winch can be folded away for transport.

HydroCombi 20 HydroCombi 22, 26

Article no. Name Type
PZG-R

Type
E5.5D-
400-R

Type 
PZG-E5.5D-

400-R

Type
PZG-R

Type
E7.5D-
400-R

Type 
PZG-E7.5D-

400-R

Weight
~ kg

HC 
(SO1138)

Model ‘500’ winch, hand-operated, 
20 m rope, 500 kg pulling force, 
max. rope pay-out speed 80 cm/s. 
A 12 V, 3-pin continuous-current 
socket on the tractor is required 
to operate the winch. Suitable for 
HydroCombi 16, 18 and 20

 
Not suitable 
for use with 

the 
electric 
motor!

128

HW 
(SO1139)

Winch model "750", manually 
operated, 40 m cable, 750 kg 
pulling force, unlimited cable 
extension speed. A 3-pin 12 V 
continuous current socket is 
required on the tractor to operate 
a winch. 

 
Not suitable 
for use with 

the 
electric 
motor!

 
Not suitable 
for use with 

the 
electric 
motor!

128

FH
(SO1175)

Model ‘750’ winch, radio-controlled 
and manually operated, 40 m rope, 
750 kg pulling force, unlimited 
rope pay-out speed, hand-held 
transmitter with standard batteries. 
A 3-pin 12 V continuous current 
socket is required on the tractor to 
operate a winch.

 
Not suitable 
for use with 

the 
electric 
motor!

 
Not suitable 
for use with 

the 
electric 
motor!

128

F0003962 Gripper with torsion spring for 
winch, up to trunk diameter 65 cm 7

F0003971 Gripping tongs with coil spring to 
winch, up to log ∅ 80 cm. 8

F0002605 2-hook stripper for up to 
1,000 kg, with a 1-m length of 
chain attached to the winch for 
optimum log handling 

4

F0003978 Adapter, converter from 3-pin 
continuous current socket to 7-pin 
Euro plug for vehicle lighting 1

 optional      not available      standard equipment

Special equipment for original equipment incl. installation!

 ALL THE BENEFITS AND 
 INFORMATION ON THE 
 YOU CAN FIND WINCHES 
 ON PAGE 55! 
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Accessory equipment HydroCombi 20, 22 and 26
For more power and comfort during producing firewood. 

HydroCombi 20 HydroCombi 22, 26

Article no. Name Type
PZG-R

Type
E5.5D-
400-R

Type 
PZG-E5.5D-

400-R

Type
PZG-R

Type
E7.5D- 
400-R

Type
PZG-E7.5D-

400-R

Weight
~ kg

F0003357 Chainsaw holder for safe transport 
and practical storage of the 
chainsaw

3

F0002179 Operating hours counter with analogue 
display, suitable for machines with 
400 V electric motor drive

1

F0001806 Operating hours counter with 
digital display of hours and PTO 
shaft speed, suitable for machines 
with tractor PTO shaft drive

1   

Z2000636 Walterscheid W-Line drive shaft, 
suitable for HydroCombi 20 and 22 9

Z2000653 PTO shaft Walterscheid W-Line, 
suitable for HydroCombi 26 12

 optional      not available      standard equipment

Chassis HydroCombi 20, 22 and 26
Mobile use - even outside the house and yard.  

Article no. Name Hydro-
Combi

20, 22, 26

Weight
~ kg

SA 
(SO1008)

Surcharge for road chassis with rubber-sprung axle (80 km/h), ball-head coupling, overrun 
and parking brake, support wheel and lighting system. The chassis can be detached so that the 
machine can also be used with the standard Category three-point linkage. I + II. A prerequisite for 
use is the model classification of the machine and the acquisition of an individual type-approval 
certificate (AT) or an individual operating licence (DE).

250

YDE142 Individual operating licence, model classification for Austria / Germany 
HydroCombi, SplitMaster, Polly 1

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

 ROAD CHASSIS (80 KM/H) 
Simply transport your HydroCombi from A to B by car! Our optional road chassis with 
rubber linkage axle (80 km/h), ball head hitch, overrun and parking brake, support 
wheel and lighting system makes transporting your HydroCombi uncomplicated. To 
operate the HydroCombi with tractor drive, simply uncouple the chassis from the 
machine and start work immediately or operate the HydroCombi on the Cat. I + II 
three-point linkage. A prerequisite for use is the model classification of the machine and 
the acquisition of an individual type-approval certificate (AT) or an individual operating 
licence (DE). The chassis is also equipped with two support legs for safe uncoupling 
before working with the machine.

Would you like to rent out your machine or keep an eye 
on the operating time? A suitable operating hours 
counter is available for each drive variant, allowing you 
to read off the exact machine running time.

 CHAINSAW MOUNT 
For safe transport and 

practical storage of your 
chainsaw.

 HOUR METER 

www.posch.com
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Retrofitting electric drive HydroCombi 20, 22, 26 
For HydroCombi machines with tractor PTO drive from year of manufacture 2023. Enables the switch to a modern hybrid 
powertrain by incorporating an additional electric motor.		   

HydroCombi 20 HydroCombi 22, 26

Article no. Name Type
PZG-R

Type
E5.5D-
400-R

Type 
PZG-E5.5D-

400-R

Type
PZG-R

Type
E7.5D-
400-R

Type
PZG-E7.5D-

400-R

Weight
~ kg

F0004895 Retrofitting for an additional electric 
drive, comprising a 5.5 kW electric 
motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, 
direct start and a motor protection 
switch with phase inverter and 
rotation field detection, an alumi-
nium two-stage pump and other 
necessary accessories. Suitable for 
HydroCombi 16, 18 and 20 from 
model year 2023 with tractor PTO 
drive.
Estimated installation time: 6 hours

55

F0004896 Retrofitting for an additional 
electric drive, comprising a 7.5 kW 
electric motor, S6, 3 x 400 V, 50 Hz, 
CEE 16 A, star-delta start, motor 
protection switch with phase in-
verter and rotation field detection, 
aluminium double-stage pump and 
other necessary accessories. Suita-
ble for HydroCombi 22, 24 and 26 
from model year 2023 with tractor 
PTO drive.
Estimated installation time: 6 hours

72    

 optional      not available      standard equipment

 RETROFITTING FOR ELECTRIC DRIVE FOR HYDROCOMBI- 
 MODELS MANUFACTURED FROM 2023 ONWARDS, TYPE PZG 

Upgrade your HydroCombi 20, 22 or 26 from model year 2023 to a modern and reliable 
electric motor solution with the electric motor Retrofit kit, benefit from durable, 
low-maintenance technology that significantly enhances your machine’s performance 
and flexibility. 
The powerful electric motor is an efficient alternative to conventional drives. The kit 
includes a direct-start motor protection switch with phase inverter and rotating field 
detection for safe operation. Power is supplied via 3 x 400 V, 50 Hz, CEE 16 A – ideal for 
demanding applications. The Retrofit kit contains all the necessary accessories and is 
pre-assembled as far as possible!

Retrofitting Fixomatic 2.0 | Absorbers HydroCombi 
For machines in the ‘M’ series (e.g. item no. MxxxxM) manufactured from 2010 onwards. 

Article no. Name Hydro-
Combi

20, 22, 26

Weight
~ kg

F0004981 Fixomatic 2.0 Retrofit kit with rollers, consisting of a movable lower wedge section with integrated 
grooves and rollers with grooves for the riving wedge.Suitable for HydroCombi 20, 22, 24
and 26, M series. 
Estimated installation time: 2 hours

15

F0004982 Retrofitting for left and right absorber, for cushioning the catching surfaces on the guard rail and 
log lifting device as non-slip padding and impact protection. The energy is absorbed and recoil of the 
split wood is minimised, which keeps the logs in a better position for further processing. Suitable 
for HydroCombi 13, 16, 18 and 20, M standard equipment.
Estimated installation time: 3 hours

6

F0004983 Retrofit set for left and right absorbers, for cushioning the catching surfaces on the guard rail and 
log lifting device as non-slip pads and impact protection. The energy is absorbed, minimising any 
rebound of the split wood, which helps to keep the logs in position for further processing. Suitable 
for HydroCombi 22, 24 and 26.
Estimated installation time: 3 hours

6

 optional      not available      standard equipment
 FURTHER INFORMATION ON FIXOMATIC 2.0  
 AND YOU’LL FIND ABSORBERS ON PAGE 57

SPLITTING
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GERD SCHLICHTING 
HE HAS BEEN FITTING OUR HYDROCOM-

BIS FOR OVER 30 YEARS

FOR ME, PUTTING IT TOGETHER  
IS LIKE PLAYING WITH LEGO – 

FOR ‘REAL MEN’.



Rope winch retrofit kit HydroCombi 20
Looking for a powerful helper that makes producing firewood more comfortable? POSCH winches can also be retrofitted. 
They pull every trunk effortlessly towards the machine, offering the benefits of a smooth start and gentle lowering in 
manual mode, automatic rope-end shut-off, and the winch can also be folded away for transport. For machines in the ‘M’ 
series (e.g. item no. MxxxxMR) manufactured from 2010 onwards, the ‘L’ series (e.g. item no. MxxxLR) manufactured from 
2011 onwards, and the ‘P’ series (e.g. item no. MxxxxPR) manufactured from 2025 onwards.  
 
To ensure that the winch is compatible with your machine, please check that the item number matches the one on your machine’s 
type plate. Operation is only possible with a tractor PTO drive and a 3-pin 12 V continuous current socket is also required. 

Article no. Name Type
PZG-R

Type 
E5.5D-
400-R

Type 
PZG-E5.5D-

400-R

Weight
~ kg

F0003861 ‘500’ (HC) winch retrofit kit, hand-operated, 20 m rope, 500 kg 
Pulling force, rope pull-out speed: max. 80 cm/s. Suitable for 
HydroCombi models 16, 18 and 20, driven by a tractor PTO shaft.
Estimated installation time: 6 hours

70

F0003862 ‘500’ (HC) winch retrofit kit, hand-operated, 20 m rope, 500 kg 
Pulling force, rope pull-out speed: max. 80 cm/s. Suitable for 
HydroCombi models 16, 18 and 20 with hybrid drive: Tractor PTO + 
electric motor.
Estimated installation time: 6 hours

85

F0003863 ‘750’ (HW) winch retrofit kit, hand-operated, 40 m rope, 750 kg 
Traction force, rope pull-out speed: unlimited. Suitable for 
HydroCombi models 16, 18 and 20, driven by a tractor PTO shaft.
Estimated installation time: 6 hours

126

F0003864 ‘750’ (HW) winch retrofit kit, hand-operated, 40 m rope, 750 kg 
Traction force, rope pull-out speed: unlimited.
Suitable for HydroCombi models 16, 18 and 20 with hybrid drive : Tractor 
PTO + electric motor.
Estimated installation time: 6 hours

145

F0003865 ‘750’ (FH) winch retrofit kit, radio-controlled and manually operated, 
40 m of rope, 750 kg pulling force, handheld transmitter with standard 
batteries, rope extension—
Unlimited speed. Suitable for HydroCombi models 16, 
18 and 20, driven by the tractor PTO shaft.
Estimated installation time: 6 hours

130

F0003866 ‘750’ (FH) winch retrofit kit, radio-controlled and manually operated, 
40 m of rope, 750 kg pulling force, handheld transmitter with standard 
batteries, rope extension—
Unlimited speed. Suitable for HydroCombi models 16, 
18 and 20 with hybrid drive: Tractor PTO + electric motor.
Estimated installation time: 6 hours

145

H
(SO1233) 

Required extension for the ‘H’ winch retrofitting for 
Valve mounting, suitable for HydroCombi models 16, 18, 20, 22, 
24 Turbo and 26 with existing hydraulic log lifting device (e.g. 
F0003861H).
Estimated installation time: 1 hour

1

 optional      not available      standard equipment

Retrofitting of winches: HydroCombi models

The winch is operated via the tractor PTO drive, which 
ensures reliable and powerful utilisation. For machines 

equipped with both drive variants - tractor PTO shaft 
and electric motor - winch operation is only possible 

when driven via the tractor PTO shaft in order to 
ensure optimum safety.

Important notes:
	 A 3-pin 12 V continuous-current socket on the tractor is required for operation.
	 To secure the winch to the column, it may be necessary – depending on the year of 
manufacture – to weld two brackets onto it.

	 Estimated installation time: 6 hours.

SPLITTING



Rope winch retrofit kit HydroCombi 22 and 26
Looking for a powerful helper that makes producing firewood more comfortable? POSCH winches can also be retrofitted. 
They pull every trunk effortlessly towards the machine, offering the benefits of a smooth start and gentle lowering in 
manual mode, automatic rope-end shut-off, and the winch can also be folded away for transport. For machines in the ‘M’ 
series (e.g. item no. MxxxxMR) manufactured from 2010 onwards, the ‘L’ series (e.g. item no. MxxxLR) manufactured from 
2011 onwards, and the ‘P’ series (e.g. item no. MxxxxPR) manufactured from 2025 onwards.  
 
To ensure that the winch is compatible with your machine, please check that the item number matches the one on your 
machine’s type plate. Operation is only possible with a tractor PTO drive and a 3-pin 12 V continuous current socket is also 
required. 

HydroCombi 22, 26

Article no. Name Type
PZG-R

Type
E7.5D-
400-R

Type
PZG-

E7.5D-400-R

Weight
~ kg

F0003867 Retrofitting for winch "750" (HW), manually operated, 40 m cable, 750 kg 
pulling force, cable extension speed unlimited. Suitable for 
HydroCombi 22 and 26, driven by the tractor PTO shaft.
Estimated installation time: 6 hours

130

F0003868 ‘750’ (HW) winch retrofit kit, hand-operated, 40 m rope, 750, kg pulling 
force, unlimited rope pay-out speed. 
With new motor position, clamping on the three-point. 
Suitable for HydroCombi 22 and 26 with hybrid drive: 
Tractor PTO + electric motor.
Estimated installation time: 6 hours

145

F0003869 ‘750’ (FH) winch retrofit kit, radio-controlled and manually operated, 40 
m rope, 750 kg pulling force, unlimited rope pay-out speed. Handheld 
transmitter with standard batteries. Suitable for HydroCombi 22 and 26 
models driven by a tractor PTO shaft.
Estimated installation time: 6 hours

130   

F0003870 Retrofitting for winch "750" (FH), radio and manually operated, 40 m 
cable, 750 kg pulling force, cable extension speed unlimited. With new 
motor position, clamping on the three-point. Handheld transmitter with 
standard batteries. Suitable for HydroCombi 22 and 26 with hybrid drive: 
Tractor PTO + electric motor.
Estimated installation time: 6 hours

145   

H
(SO1233) 

Required extension for the ‘H’ winch retrofitting for valve mounting, 
suitable for HydroCombi 16, 18, 20, 22, 24 Turbo 
and 26 with an existing hydraulic log lifting device 
(e.g. F0003861H).
Estimated installation time: 1 hour

1   

 optional      not available      standard equipment

I worked for a year without using 
winches to save money. 

I soon regretted that. The radio 
operated winch was retrofitted in 
2016 - what a revelation! I use my 

HydroCombi 22 often & happily! Thanks 
to the 40- cable of length 40 metres and 

its enormous pulling force, the winch 
can pull in even the thickest metre-long 

logs.

ERICH SEEMANN

www.posch.com



Drive
Drive 1

Tractor PTO 
shaft Electric motor

Hybrid drive:
Tractor PTO shaft

Drive 2 - - Electric motor

Type PZG-
Turbo

E7.5D-400-
Turbo

PZG-E7.5D-400- 
Turbo

Basic model Fixomatic 2.0

V2 Speed

Autospeed

Mechanical log lifting device

Adjustable splitting stroke

Grey cast iron pump

Aluminium pump 

Two-stage pump

Three-point linkage Cat. I + II

hand-geared trolley with support wheel

Non-slip floor grate

Technical data Splitting force max. t 24 24 24

Log diameter max. cm 60 60 60

Log length min. cm 55 55 55

Log length max. cm 110 110 110

Cylinder stroke max. mm 1000 1000 1000

Splitting wedge length mm 300 300 300

Weight kg 679 727 739

Supply stage 1 (drive 1) cm/s 11 5 11

Supply stage 2 (drive 1) cm/s 18 16 18

Return drive 1 cm/s 42 38 42

Supply stage 1 Drive 2 cm/s - - 5

Supply stage 2 Drive 2 cm/s - - 16

Return drive 2 cm/s - - 38

Power specification electric motor S6 kW - 7.5 7.5

Average power consumption kWh* - 2.5 - 4 2.5 - 4

Motor protection switch / phase inverter -

Rotation field detection -

Star-delta start -

Mains power requirements - 3x 400 V, 50 Hz, 
CEE 16 A

3x 400 V, 50 Hz, 
CEE 16 A

Power requirement PTO kW 26 - 26

PTO speed min. rpm 300 - 380 - 300 - 380

PTO speed max. for 4 h rpm ** 450 - 450

Joint shaft required Yes - Yes

Power specification combustion engine - - -

Fuel consumption l/h - - -

Fuel tank capacity in litres - - -

Hydraulic oil tank capacity l 45 45 45

Length transport / working position mm 1650 / 1585 1650 / 1585 1640 / 1585

Width transport / working position mm 1060 / 1930 1040 / 1930 1040 / 1930

Height transport / working position mm 2400 / 2655 2380 / 2655 2360 / 2655

Transport hand-geared trolley with support wheel

Transport device for PZG/PZG-E drive

Road chassis can be uncoupled

Three-point linkage Cat. I + II

Special equipment Hydraulic log lifting device

Road chassis (can be uncoupled)

Winch 500 manual

Winch 750 manual/radio

Gripping tongs

2-hook stripper

Accessory 
equipment

Transport device for PZG/PZG-E drive

Chainsaw mount

Hour meter

 optional      not available      standard equipment

HydroCombi 24 Turbo Overview
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Basic model HydroCombi 24 Turbo   Autospeed         Turbo

The metre-long timber splitter with particularly fast return speed.

Article no. Type Name Drive Supply 
stage 1
 cm / s

Supply 
stage 2
cm / s

Return
Cm/s

Split-
ting 

force t

Weight
~ kg

M2450P PZG-Turbo HydroCombi 24, PZG-Turbo, upright splitter with 24 t 
splitting force, drive with tractor PTO shaft, required 
PTO shaft speed 300-380 rpm, power requirement 
26 kW, grey cast iron pump, max. log length 110 
cm, Fixomatic, Autospeed, mechanical log lifting 
device with wood flap, safety guard, stroke limiter, 
floor grate, three-point linkage Cat. I + II. PTO shaft 
required!

11 18 42 24 679

M2452P E7.5D-400-
Turbo

HydroCombi 24, E7.5D-400-Turbo, vertical log splitter 
with 24 t splitting force, driven by a 7.5 kW electric 
motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, star-delta start, 
motor protection switch with phase inverter and 
rotation field detection, with aluminium two-stage 
pump, max. log length 110 cm, Fixomatic, Autospeed, 
mechanical log lifting device with wood flap, safety 
bar, lift limit, floor grating and three-point linkage, 
Cat. I + II.

5 16 38 24 727

M2454P PZG-E7.5D-
400-Turbo

HydroCombi 24, PZG-E7.5D-400-Turbo, vertical log 
splitter with 24 t splitting force, driven by tractor 
PTO shaft, required PTO speed 300–380 rpm, power 
requirement 26 kW with grey cast iron pump and 
driven by a 7.5 kW electric motor, S6, 3 x 400 V, 50 Hz, 
CEE 16 A, star-delta start, motor protection switch 
with phase inverter and rotation field detection, with 
aluminium two-stage pump, max. log length 110 cm, 
Fixomatic, Autospeed, mechanical log lifting device 
with wood flap, safety bar,  
lift limit, floor grating and three-point hitch Cat. I + II. 
PTO shaft required!

11 18 42

24 739

5 16 38

Special equipment HydroCombi 24 Turbo

Article no. Name Type
PZG-Turbo

Type
E7.5D-400-

Turbo

Type
PZG-E7.5D-
400-Turbo

Weight
~ kg

H
(SO1007)

Surcharge for hydraulic log lifting device with its own oil circuit and 
integrated valve. The standard mechanical lifting device is no longer 
required.

32

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

 HYDRAULIC LOG LIFTING DEVICE 
Another clever solution! The optional hydraulic log lifting device 
replaces the mechanical version and lifts the material to be split 
effortlessly into the splitting position. It enables precise control 
thanks to its own oil circuit and integrated valve.

 HYDROCOMBI 24, PZG-TURBO 

On page 280 
learn all about 

the advantages of the 
Autospeed and Turbo- 

s function!

  Autospeed

       Turbo

www.posch.com
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Winches HydroCombi 24 Turbo
Powerful, hydraulically operated winches are convenient helpers for producing firewood. The POSCH winches score points 
with soft start and soft lowering for manual operation, automatic cable end cut-off and free cable extension on the "750" 
model. Bloch strip hooks included as standard. The winch can also be folded for transport.

Article no. Name Type
PZG-Turbo

Type
E7.5D-400-

Turbo

Type
PZG-E7.5D-
400-Turbo

Weight
~ kg

HW 
(SO1139)

Winch model "750", manually operated, 40 m cable, 750 kg pulling force, 
unlimited cable extension speed. A 3-pin 12 V continuous current socket 
is required on the tractor to operate a winch.

 
Not suitable 
for use with 
the electric 

motor!

128

FH
(SO1175)

Winch model "750", radio and manually operated, 40 m cable, 750 kg 
pulling force, unlimited cable extension speed, hand-held transmitter 
with standard batteries. A 3-pin 12 V continuous current socket is 
required on the tractor to operate a winch.

 
Not suitable 
for use with 
the electric 

motor!

128

F0003962 Gripper with torsion spring for winch, up to trunk diameter 65 cm
7

F0003971 Gripping tongs with coil spring to winch, up to log ∅ 80 cm.
8

F0002605 2-hole bloch strip hook for up to 1,000 kg, chain to winch with a length 
of 1 m for optimum log pick-up 4

F0003978 Adapter, converter from 3-pin continuous current socket to 7-pin Euro 
plug for vehicle lighting 1

 optional      not available      standard equipment

Special equipment for original equipment incl. installation!

 ALL THE BENEFITS AND 
 INFORMATION ON THE 
 YOU CAN FIND WINCH-
ES 
 ON PAGE 55! 
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Running gear HydroCombi 24 Turbo
Mobile use - even outside the house and yard.  

Article no. Name Type
PZG-Turbo

Type
E7.5D-400-

Turbo

Type
PZG-E7.5D-
400-Turbo

Weight
~ kg

SA 
(SO1008)

Surcharge for road chassis with rubber-sprung axle (80 km/h), ball-head 
coupling, overrun and parking brake, support wheel and lighting system. 
The chassis can be detached so that the machine can also be used with 
the standard Category three-point linkage. I + II. A prerequisite for 
use is the model classification of the machine and the acquisition of 
an individual type-approval certificate (AT) or an individual operating 
licence (DE).

250

YDE142 Individual operating licence, model classification for Austria / Germany 
HydroCombi, SplitMaster, Polly 1

 optional      not available      standard equipment

Accessory equipment HydroCombi 24 Turbo
For more power and comfort during producing firewood.

Article no. Name Type
PZG-Turbo

Type
E7.5D-400-

Turbo

Type
PZG-E7.5D-
400-Turbo

Weight
~ kg

F0003357 Chainsaw holder for safe transport and practical storage of the chainsaw
3

F0002179 Hour meter with analogue display, suitable for machines with an electric 
motor drive of 400 V 1

F0001806 Operating hours counter with digital display of hours and PTO shaft 
speed, suitable for machines with tractor PTO shaft drive 1

Z2000653 Walterscheid W-Line universal joint shaft 
12

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

 ROAD CHASSIS (80 KM/H) 
Simply transport your HydroCombi from A to B by car! 
Our optional road chassis with rubber linkage axle (80 km/h), ball head hitch, overrun and 
parking brake, support wheel and lighting system makes transporting your HydroCombi 
uncomplicated. To operate the HydroCombi with tractor drive, simply uncouple the chassis 
from the machine and start work immediately or operate the HydroCombi on the Cat. I + 
II three-point linkage. A prerequisite for use is the model classification of the machine and 
the acquisition of an individual type-approval certificate (AT) or an individual operating 
licence (DE). The chassis is also equipped with two support legs for safe uncoupling before 
working with the machine.

 HOUR METER 
Would you like to rent out your machine or keep an eye 
on the operating time? A suitable operating hours 
counter is available for each drive variant, allowing you 
to read off the exact machine running time.

 CHAINSAW MOUNT 
For safe transport and 

practical storage of your 
chainsaw.

www.posch.com
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Retrofitting Fixomatic 2.0 | Absorbers HydroCombi
For HydroCombi machines from model year 2010, "M" series (e.g. article no. MxxxxM).

Article no. Name Type
PZG-Turbo

Type
E7.5D-400-

Turbo

Type
PZG-E7.5D-
400-Turbo

Weight
~ kg

F0004981 Fixomatic 2.0 retrofit kit with rollers, comprising a movable lower knife 
section with integrated grooves and rollers with grooves 
for the splitting wedge. Suitable for HydroCombi 20, 22, 24 Turbo  
, and 26, M series.
Estimated installation time: 2 hours

15

F0004983 Retrofitting for left and right absorber, for cushioning the catching 
surfaces on the guard rail and log lifting device as non-slip padding and 
impact protection. The energy is absorbed and recoil of the split wood 
is minimised, which keeps the logs in a better position for further 
processing. Suitable for HydroCombi 22, 24 Turbo and 26, M standard 
equipment.
Estimated installation time: 3 hours

6

 optional      not available      standard equipment

Retrofitting HydroCombi 24 Turbo electric drive 
For HydroCombi machines with tractor PTO drive from year of manufacture 2023. Enables the switch to a modern hybrid 
powertrain by incorporating an additional electric motor.	

Article no. Name Type
PZG-Turbo

Type
E7.5D-400-

Turbo

Type
PZG-E7.5D-
400-Turbo

Weight
~ kg

F0004896 Retrofitting for an additional electric drive, consisting of electric motor 
7.5 kW, S6, 3 x 400 V, 50 Hz, CEE 16 A, star-delta start, motor protection 
switch with phase inverter and rotating field detection, aluminium 
double-stage pump and other necessary accessories. Suitable for 
HydroCombi 22, 24 Turbo and 26 from model year 2023 with tractor PTO 
drive. 
Estimated installation time: 6 hours

72

 optional      not available      standard equipment

 RETROFITTING FOR ELECTRIC DRIVE FOR HYDROCOMBI-  
 MODELS MANUFACTURED FROM 2023 ONWARDS, TYPE PZG 

Upgrade your HydroCombi 24 from model year 2023 to a modern and reliable electric 
motor solution with the electric motor Retrofit kit! Benefit from durable, maintenance-
friendly technology that significantly increases the performance and flexibility of your 
machine. 
The powerful electric motor is an efficient alternative to conventional drives. The kit 
includes a direct-start motor protection switch with phase inverter and rotating field 
detection for safe operation. Power is supplied via 3 x 400 V, 50 Hz, CEE 16 A – ideal for 
demanding applications. The Retrofit kit contains all the necessary accessories and is 
pre-assembled as far as possible!

For easier splitting of fibrous or 
soft wood. The grooved rollers 
for the splitting wedge ensure 

precise guidance during the 
splitting process, thereby 

enhancing the operator’s safety.

 RETROFIT KIT   
 FIXOMATIC WITH ROLLERS

 ABSORBER RETROFIT KIT 
 LEFT AND RIGHT 

SPLITTING
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Retrofitting winch HydroCombi 24 Turbo
Looking for a powerful helper that makes producing firewood more comfortable? POSCH winches can also be retrofitted. 
They pull every trunk effortlessly towards the machine, offering the benefits of a smooth start and gentle lowering in 
manual mode, automatic rope-end shut-off, and the winch can also be folded away for transport. For machines in the ‘M’ 
series (e.g. item no. MxxxxMR) manufactured from 2010 onwards, the ‘L’ series (e.g. item no. MxxxLR) manufactured from 
2011 onwards, and the ‘P’ series (e.g. item no. MxxxxPR) manufactured from 2025 onwards.  
 
To ensure that the winch is compatible with your machine, please check that the item number matches the one on your 
machine’s type plate. Operation is only possible with a tractor PTO drive and a 3-pin 12 V continuous current socket is also 
required. 

Article no. Name Type
PZG-Turbo

Type
E7.5D-400-

Turbo

Type
PZG-E7.5D-
400-Turbo

Weight
~ kg

F0004074 ‘750’ (HW) winch retrofit kit, hand-operated, 40 m rope, 750, kg pulling 
force, unlimited rope pay-out speed. Suitable for the HydroCombi Model 
24 Turbo with tractor PTO shaft.
Estimated installation time: 6 hours

130

F0004075 Retrofitting for winch "750" (HW), manually operated, 40 m cable, 750 kg 
pulling force, cable extension speed unlimited. With new motor position, 
clamping on the three-point. Suitable for HydroCombi model 24 Turbo 
with hybrid drive: Tractor PTO + electric motor.
Estimated installation time: 6 hours

145

F0004091 ‘750’ (FH) winch retrofit kit, radio-controlled and manually operated, 40 
m rope, 750 kg pulling force, unlimited rope pay-out speed. Handheld 
transmitter with standard batteries. Suitable for the HydroCombi 24 
Turbo with tractor PTO shaft.
Estimated installation time: 6 hours

130

F0004227 ‘750’ (FH) winch retrofit kit, radio-controlled and manually operated, 40 
m rope, 750 kg pulling force, unlimited rope pay-out speed. With new 
motor position, clamping on the three-point. Handheld transmitter with 
standard batteries. Suitable for the HydroCombi 24 Turbo with hybrid 
drive: Tractor PTO + electric motor.
Estimated installation time: 6 hours

145

H (SO1233) Extension for the ‘H’ winch retrofitting for valve mounting.
Suitable for HydroCombi 16, 18, 20, 22, 24 Turbo and 26 models fitted 
with an existing hydraulic log lifting device (e.g. F0003861H).
Estimated installation time: 1 hour

1

 optional      not available      standard equipment

The winch is operated via the tractor PTO drive, which ensures 
reliable and powerful utilisation. For machines equipped with both 

drive variants - tractor PTO shaft and electric motor - winch 
operation is only possible when driven via the tractor PTO shaft in 

order to ensure optimum safety.

Retrofitting of winches: HydroCombi models

Important notes:
	 A 3-pin 12 V continuous-current socket on the tractor is required 
for operation.

	 Depending on the year of manufacture, it may be necessary to 
weld two brackets onto the column to support the winch.

	 Estimated installation time: 6 hours.

www.posch.com
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