
TRUNK ∅
7–24 cm

PRODUCES
Fence posts

SchälProfi
Quickly turns logs into posts

The POSCH peelProfi is the ideal solution if you want to build your own fence. 
It enables you to peel and point the fence posts  

at the same time, in a single work step, saving you a considerable amount of 
time and effort.

The SchälProfi is suitable for making fence posts from spruce, pine,  
larch and Douglas fir. Other wood types available on request. 

 
Also available with a circular saw attachment!  

Would you like to cut your fence posts as part of the work process?  
With the circular saw attachment, you can easily cut the logs in half if required  

. Here’s how to combine all the steps efficiently in a single work step in.

in action!

SchälProfi

DEBARKING
manual

DEBARKING
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SchälProfi

ADJUSTABLE FEED RATE FOR DETERMINING 
MATERIAL REMOVAL

FAST SWITCH FROM SHARPENING 
TO THE AUTOMATIC PEELING 
PROCESS

IN THE BLINK OF AN 
EYE, FROM A TRUNK 

TO A PFAHL

THE CIRCULAR SAW 
ATTACHMENT FOR THE 
PEELPROFI

THIS WAY, YOUR 
WORKSPACE STAYS 

TIDY!

Here you see the following configuration example: 
Item no: M1410E	 SchälProfi, PZG
Item no: K	 Circular saw attachment for the SchälProfi (optional)
Item no: F0001574	 Wood support for easier guidance of long trunks (optional)

KG

WEIGHT
at least 298 kg

WOOD ∅
max. 7–24 cm

OP T I O N
A

L

PEELING DISC ∅
500 mm

NUMBER OF BLADES
 4 pcs. per peeling disc

PEELING CAPACITY
9 linear metres per minute.

DEBARKING
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 THIS WAY, YOU KEEP THE 
 WORK AREA CLEAN 

 THE CIRCULAR SAW ATTACHMENT FOR 
 ABOUT THE SCHÄLPROFI 

 ADJUSTABLE FEED SPEED FOR 
 DETERMINATION OF MATERIAL REMOVAL 

You determine the peeling result: The feed blades can be precisely 
adjusted using the adjustment lever on the feed arm. 
Depending on the material, the thickness of the bark and the blade 
setting, the optimum feed rate is selected in order to determine the 
amount of material removed (more or less) and to tailor the peeling 
result to individual requirements. 
The built-in depth limiters prevent the bit from penetrating too 
deeply into the trunk and protect the surface from damage. 
 
Another advantage: The feed blades are adjustable, can be 
resharpened and can be easily replaced if necessary. An adjustment 
gauge is included in the scope of delivery to ensure precise 
adjustment of the feed gauges and depth stops.

With the peelProfi and the optional 
circular saw attachment, you have more 

options, as this allows you to easily cut and 
sharpen posts.

See page 267 for more information!

The trunk is placed on the end of the 
worm shaft. To make it easier to place the, 
the feed arm can be raised effortlessly 
using a foot pedal. The auger causes the 
trunk to rotate, whilst the toothed 
mechanism on the feed arm moves the 
trunk towards the peeling disc, thereby 
performing automatic debarking on it

 FAST CHANGE FROM THE 
 AUTOMATIC  SHARPENING  
 PEELING PROCESS 

The standard centring device is 
impressive for its user-friendly operation : 
Once the feed arm has been raised, it 
can be swivelled into position with ease 
and locked securely to the foot pedal 
without the need for tools to ensure 
safety. This handy feature ensures that 
the trunk can be sharpened effortlessly 
with minimal effort, which significantly 
simplifies and speeds up the entire 
process.

Chip ejection occurs at a height of 2,200 
mm. The rotatable discharge pipe makes it 
easy to adjust the direction, and the 
adjustable flap blows the chips directly 
onto, for example, a trailer. If the height is 
too low, the discharge chute can be 
extended optionaly by 350 or 550 mm.
See page 264 for more information!

O
P

T I

O N AL

 QUICKLY TURNS LOGS 
 INTO POSTS 

Highlights
www.posch.com
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SchälProfi

The posts are used for the fence, whilst thinner 
spruce trunks are used as bean poles. With the 

peelProfi, it’s fast and easy! For us, it’s not just the 
quality of our timber that counts, but also the fact 

that we produce it using machinery from Austria. If 
we need spare parts, they are available fast. In short: 
The service is good, and we’re always helped quickly. 

If we were to need a new machine, we would definitely 
choose a POSCH again!

STEFAN MAYER FROM THE FORESTRY 

COMPETENCE CENTRE IN HOHENEMS

When tradition meets modernity, the Forst Competence Centre in Hohenems comes to mind. 
This is where the entire value chain comes together – from the tree, through the timber cut and 
processed, right through to old pieces of wood that are reused or repurposed. In spring, wild garlic 
is harvested; in winter, Christmas trees are sold. Products such as fence posts and bean poles are 
also manufactured here. Operations Manager Stefan Mayer (on the right in the photo) explains:

FROM THE FIELDFROM THE FIELD

Anyone who has ever used the peelProfi will 
quickly come to appreciate its benefits. In just a 

few seconds, the machine performs debarking on 
logs, making it easy to make perfect fence posts 

yourself.

FROM THEORY TO PRACTICE

The pointed posts are much easier to drive 
into the ground and are therefore more 
securely anchored, which increases the 
stability and durability of the fence. Spruce 
trunks are particularly well suited to this 
purpose, as they are naturally more robust 
and offer exceptional durability.

Nice to know!Once more than half of the 
trunk has been peeled, 

switch to the other side and 
catch the trunk on the 
opposite side. In the 

meantime, the extendable 
wood support guides the 

trunk for you. It’s even easier 
when there are two of you!

DEBARKING
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That’s what makes the SchälProfi 
stand out !

Fast and efficient debarking, tapering and cutting of round timber – 
suitable for log diameters of 7 – 24 cm (optional 4 – 20 cm). To 

perform debarking on the trunk, simply place it on the rotating feed 
mechanism; the peeling process starts automatically. For a log 

diameter of 10 – 15 cm, the peeling capacity is up to 9 running 
metres per minute. Once more than half of the trunk has been peeled, 
switch to the other side and catch the trunk on the opposite side. In the 

meantime, the extendable wood support guides the trunk for you. The 
two feed blades ensure that the trunk glides past the peeling disc, 

causing it to be peeled automatically as it passes. 

The robust peeling disc (500 mm in 
diameter) is equipped with four 
adjustable peeling blades and two fan 
blades, which ensure chip ejection. The 
knives are adjustable to achieve the 
best possible peeling results. They can 
be re-sharpened and replaced if 
necessary, thereby ensuring consistent 
peeling capacity. A blade adjustment 
gauge is supplied to check the blade 
setting.

 SIMPLY FROM A TO B 

 ROBUST PEELING DISC 
 WITH PEELING KNIVES 

Thanks to the solid rubber wheels (diameter 300 
mm) and the transport handle, it can be 
manoeuvred by hand on level ground. Models with 
a three-point linkage (categories I and II) can be 
easily transported to the site of operation using a 
tractor. The wood supports can be slid in or folded 
away for compact transport and storage.

A chamfer at the end of the peeled wooden stake 
reduces splintering whilst driving it into the ground. 

Once the peeling process has been completed, the 
trunk can be chamfered on the discharge side using the 

device. Simply place the trunk on the device, apply 
pressure to it against the peeling disc and chamfer it by 

turning it evenly anti-clockwise.

With the standard wood support in place, 
the trunk continues to be guided evenly 

along the peeling disc as it moves from the 
feed side to the discharge side. The wood 

support can be adjusted to suit the length of 
the log. It can also be simply slid away for 

compact transport and space-saving storage.

 ROUND TIMBER, SINGLE 
 PEEL AND SHARPEN 

 GREAT AT WORK, 
 COMPACT FOR TRANSPORT 

in action!

SchälProfi

SchälProfi

 SIMPLE CHAMFERING OF THE WOODEN 
 POST AFTER THE PEELING PROCESS 

www.posch.com
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SchälProfi Overview
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Drive
Drive 1 Tractor PTO shaft Electric motor

Hybrid drive: Tractor 
PTO shaft

Drive 2 - - Electric motor

Type PZG E11-400 PZG-E11-400

Automatic peeling process

Average peeling capacity for a 
log diameter of 10–15 cm (linear metres per minute) 7–9 7–9 7–9

Basic model Pivoting stop of the pointing device

Feed rate continuously variable

Blower fan for chips

Rotatable chip ejection system

Solid rubber wheels, diameter 300 mm

Three-point linkage Cat. I + II

Technical 
Data 

Minimum log diameter (cm) 7 7 7

Log diameter max. cm 24 24 24

Peeling disc diameter (mm) 500 500 500

Peeling disc thickness (mm) 15 15 15

Number of blades 4 4 4

Auger incline (mm) 12 12 12

Chip ejection height (mm) 2,200 2,200 2,200

Weight kg 302 298 384

Peeling disc brake - electric electric

Power specification electric motor S6 kW - 11 11

Motor protection switch -

Phase inverter -

Star-delta start -

Mains power requirements - 3 x 400 V, 50 Hz, CEE 32 A 3 x 400 V, 50 Hz, CEE 32 A

Average power consumption kWh* - 4.0 – 6.0 4.0 – 6.0

Power requirement PTO kW 15 - 15

PTO speed (rpm) 700 - 700

Joint shaft required yes - yes

Length transport / working position mm 1230 / 1230 1000 / 920 1230 / 1230

Width transport / working position mm 1300 / 1300 1400 / 1400 1300 / 1300

Height transport / working position mm 1550 / 2240 1520 / 2230 1550 / 2240

Transport Three-point linkage Cat. I + II

Transport handle

Solid rubber wheels, diameter 300 mm

Special equipment Circular saw attachment

Accessory equipment Ejection extensions: 350 and 500 mm

Three-point linkage Cat. I + II

Blade set

Wood support for long trunks
Auger with an incline of 10 mm for wood diameters less 
than 7 cm
Hour meter

Drive shaft

 optional      not available      standard equipment

DEBARKING
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Basic model SchälProfi
The machine for trimming and debarking trunks.

Article no. Type Name Drive Average 
peeling capacity for a 

log diameter of 10–15 cm 
(linear metres per minute)

Weight
~ kg

M1410E PZG SchälProfi, PZG, machine for the automatic peeling, 
manual tip trimming and chamfering of trunks 
with a max. diameter of 24 cm, driven by a tractor 
PTO shaft, required PTO speed 700 rpm, power 
requirement 15 kW, swivelling stop on the pointing 
device, continuously variable feed rate, blower fan for 
chip removal, rotatable chip ejection with adjustable 
ejection flap, solid rubber wheels with a diameter of 300 
mm and transport handle, three-point linkage, Cat. I + 
II. PTO shaft required!

7–9 302

M1400E E11-400 About the SchälProfi 50 Hz, CEE 32 A, star-delta start, 
motor protection switch and phase inverter, swivelling 
stop on the pointing device, continuously variable 
feed rate, blower fan for chip removal, rotatable chip 
ejection with adjustable ejection flap, solid rubber 
wheels with a diameter of 300 mm and transport 
handle.

7–9 298

M1420E PZG-
E11-400

SchälProfi PZG-E11-400, Machine for the automatic 
peeling, manual pointing and chamfering of trunks 
with a max. diameter of 24 cm, driven by a tractor PTO 
shaft, required PTO speed 700 rpm, power requirement 
15 kW, and driven by an electric motor 11 kW, S6, 
3x 400 V, 50 Hz, CEE 32 A, star-delta start, motor 
protection switch and phase inverter, swivelling stop 
on the pointing device, continuously variable feed rate 
adjustment, blower fan for chip removal, rotatable 
chip ejection with adjustable ejection flap, solid rubber 
wheels with a diameter of 300 mm and transport handle, 
three-point linkage, Cat. I + II. PTO shaft required!

7–9

384

7–9

YF190 SchälProfi freight costs. 
Valid exclusively for deliveries to Austria and Germany.

YF191 Freight costs for SchälProfi with circular saw attachment 
Valid exclusively for deliveries to Austria and Germany.

YDI141 Commissioning AT/DE

 SCHÄLPROFI, E11-400 

www.posch.com
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Special equipment SchälProfi
A circular saw attachment that makes it easy to cut and sharpen posts. 

Article no. Name Type
PZG

Type
E11-400

Type
PZG- 

E11-400

Weight
~ kg

K
(SO1343)

Surcharge for the circular saw attachment on the SchälProfi for making 
taper cuts and cutting operations with a maximum cutting diameter of 
17 cm; Widia circular saw blade, diameter 500 mm; including tool for 
changing the saw blade; transparent saw blade guard (to the left and right 
of the saw blade) with rollers on the operator’s side; fold-down device for 
centring the trunk; 2 splitting wedges for precise cutting, fold-out support 
arms before and after the cutting range with ball-bearing rollers and gas 
springs. A sawing table that can be removed tool-free from the side, for 
easier sharpening, and  a longitudinal stop for cutting boards. The saw’s 
drive is connected to the peelProfi via a drive shaft. 
Suitable for machines powered by a tractor PTO shaft and a hybrid 
drive: Tractor PTO + electric motor

180

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

Accessory equipment SchälProfi
For more power and comfort during producing firewood. 	

Article no. Name Type
PZG

Type
E11-400

Type
PZG- 

E11-400

Weight
~ kg

F0001339 Wood support for easier handling of long trunks (over 3 metres), with a 
swivel mechanism, for machines with an electric motor and a hybrid drive: 
Tractor PTO + electric motor

17

F0001574 Wood support for easier handling of long trunks (over 3 metres), with 
swivel mechanism, for machines with tractor PTO shaft drive 18

F0001360 Three-point linkage Cat. I + II, for easy transport with the tractor, for 
machines with electric motor drive. The three-point linkage Cat. I + II is 
fitted as standard on machines with tractor PTO shaft and hybrid drive. 18

F0001806 Hour meter with digital display of hours and PTO speed, suitable for 
machines driven by a tractor PTO shaft 1

F0001566 350 mm ejection extension (for chip ejection at a height of 2,550 mm) 14

F0001567 500 mm ejection extension (for chip ejection at a height of 2,700 mm)
8

F0001584 Worm gear cover, including a locking mechanism for the feed arm, for 
manually turning and peeling curved trunks. 18

F2007733 An auger with a diameter of 80 × 120 mm and an incline of 10 mm (gold-
silver), for machining wood with a diameter of less than 7 cm. 2

Z2000653 Walterscheid W-Line universal joint shaft
12

 optional      not available      standard equipment

Use the peelProfi for debarking and trunk sharpening. You can work even more efficiently 
with the optional circular saw, which is equipped with a saw blade (500 mm in diameter). 
This allows you to easily split stakes in half and sharpen them. Versatile application with 
just one device: The type-approved saw is fitted with a V-belt clutch, which allows the saw 
to be switched off independently of the operation of the peelProfi. Round timber with a 
diameter of 7 to 24 cm can be processed without any problems.

 THE CIRCULAR SAW ATTACHMENT FOR THE PEELPROFI 

Accessory 
equipment at 

a glance

DEBARKING
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Do you find the length of the 
trunks too heavy over time? 

Thanks to the swivelling log rest, 
the round timber no longer needs 

to be guided and held by hand 
during the peeling process. It 

aligns itself automatically with 
the peeling disc, ensuring 

consistent processing and making 
it easier to work with trunks of 

various lengths. It can be folded 
away for compact transport and 

storage.

Would you like to rent out your 
machine or keep an eye on the 
operating time? A suitable operating 
hours counter is available for each 
drive variant, allowing you to read off 
the exact machine running time.

 THIS WAY, YOUR 
 KEEP THE WORK AREA CLEAN 

 HOUR METER 

The chips are ejected at a height of 
2,200 mm. The ejection tube, which 
is rotatable with a single turn of the 
handle, allows for easy and 
convenient adjustment of the 
desired ejection direction.
The adjustable discharge flap also 
allows chips to be blown onto a 
trailer, for example. 
Is the ejection height too low for 
you? Simply extend the rotatable 
chip ejection chute by 350 mm or 
500 mm using the optional 
extension to achieve the desired 
height and thus ensure even better 
handling.

Do you have curved, irregularly shaped 
trunks where automatic peeling does not 
produce the best results? The solution to 

this is the support table designed to cover 
the feed screw. The feed arm can be 

locked in the raised position. This means 
that the irregularly shaped trunks can be 

turned by hand and guided past the 
peeling disc to be peeled.

Do you also work outside the home and yard? Thanks 
to the solid three-point linkage in categories I and II, 

the SchälProfi can be easily attached to the tractor and 
transported. On the drive option with tractor PTO shaft 
and hybrid drive (tractor PTO shaft and electric motor), 
the three-point linkage is standard, whilst on machines 

with an electric drive it is available as an optional 
feature. Solid rubber wheels (diameter 300 mm) and a 
transport handle are included in the scope of delivery 

to facilitate easy, manual transport of the machine.

 THEY ALSO WORK ON 
 LONG TRUNKS? 

 ALSO DESIGNED FOR CURVED TRUNKS 

The two-part auger ensures rotation during 
automatic peeling without damaging the 
heartwood. The longer section, with an 
incline of 12 mm, guides the trunk to the 
peeling disc; the shorter section ensures 
rotation and is subject to greater wear, but 
can be replaced separately at low cost. For 
logs with a diameter of less than 7 cm, 
there is an optional auger with an incline of 
10 mm, which can also be replaced. 
Replacement is straightforward and does 
not require the peeling disc or the belt 
drive to be removed.

 THE AUGER ON THE PEELPROFI 

Accessory equipment SchälProfi

 STRAIGHT TO THE DESIRED LOCATION 

www.posch.com
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Even the best knives need 
replacing at some point, or if 
you’re part of a machine-sha-

ring group where each member 
has their own blade set: The 
blade set contains four new 

knives for the peelProfi.

Is there something wrong with 
the knife? We sell the knives 

individually, so you only need 
to replace the damaged one.

No sharpening service nearby? 
No problem! Simply send us 
your blade set – we’ll be happy 
to resharpen it for you.

 KNIVES FOR THE PEELPROFI 

 IS THE PEELING BLADE FAULTY?  RE-SHARPENING THE 
 SCHÄLPROFI KNIVES 

Service and wear parts SchälProfi
Article no. Name Type

PZG
Type

E11-400
Type
PZG- 

E11-400

Weight
~ kg

Z1201700 Spare blade (1 pcs.) for the peeling disc (4 are required!) 1

F0001435 Knives (1 set) for the peeling disc (1 set = 4 knives, including fixing 
materials) 1

A112 Regrinding a blade set (= 4 pieces)
1

F2007588 An auger with a diameter of 80 × 120 mm and an incline of 12 mm (gold-
silver), for machining timber with a diameter of 7–24 cm. Included as 
standard on the basic model. 

2

Z1300031 Widia circular saw blade for firewood and longitudinal cuts,  
Outer diameter: 500 mm, Bore diameter: 30 mm, 
Number of teeth: 36

4

 optional      not available      standard equipment

DEBARKING
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Retrofitting SchälProfi
Article no. Name Type

PZG
Type

E11-400
Type
PZG- 

E11-400

Weight
~ kg

F0004627 Retrofitting for installing a circular saw attachment on the SchälProfi 
to carry out bevelling and cutting operations with a maximum cutting 
diameter of 17 cm, Widia circular saw blade, diameter 500 mm, including 
tool for changing the saw blade, transparent saw blade guard (to the left 
and right of the saw blade) with rollers on the operator’s side, fold-out 
centring device, 2 riving knives for precise cutting, fold-out support arms 
before and after the cutting range with ball-bearing rollers and gas spring. 
A sawing table that can be removed tool-free from the side, for easier 
sharpening, and a longitudinal stop for cutting boards. The saw’s drive is 
connected to the peelProfi via a drive shaft. 
Estimated installation time: 6 hours
Suitable for machines powered by a tractor PTO shaft or a hybrid drive: 
Tractor PTO shaft + electric motor from model year 2021 onwards.

210 

F0004652 Retrofitting for installing a circular saw attachment on the SchälProfi 
to carry out bevelling and cutting operations with a maximum cutting 
diameter of 17 cm, Widia circular saw blade, diameter 500 mm, including 
tool for changing the saw blade, transparent saw blade guard (to the left 
and right of the saw blade) with rollers on the operator’s side, fold-out 
centring device, 2 riving knives for precise cutting, fold-out support arms 
before and after the cutting range with ball-bearing rollers and gas spring. 
A sawing table that can be removed tool-free from the side, for easier 
sharpening, and a longitudinal stop for cutting boards. The saw’s drive is 
connected to the peelProfi via a drive shaft. 
Estimated installation time: 6 hours
Suitable for machines powered by a tractor PTO shaft or a hybrid drive: 
Tractor PTO shaft + electric motor, up to model year 2020.

220

 optional      not available      standard equipment

Use the peelProfi for debarking and trunk 
sharpening. You can work even more efficiently with 
the optional circular saw, which is equipped with a 
500 mm saw blade. This allows you to easily split 
stakes in half and sharpen them. 
 
Versatile application with just one device: 
The type-approved saw is fitted with a V-belt 
clutch, which allows the saw to be switched off 
independently of the operation of the peelProfi. 
Round timber with a diameter of 7 to 17 cm can 
be worked with ease.

 THE CIRCULAR SAW ATTACHMENT 
 FOR THE SCHÄLPROFI 

www.posch.com
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