
SPLITTING

SPLITTER
standing

TRUNK ∅
max. 50 cm

SpaltAxt
The short log splitter for your firewood

Since the 1980s, this little powerhouse has been an integral part of our product 
range and has established itself as a popular classic for firewood production. Its 
manoeuvrability and practical wheels mean you can fast get the machine out of 
the shed and have it ready for use in just a few minutes. The splitting process is 

triggered by a two-handed control – this allows you to work safely and efficiently 
at the same time.

With a splitting force of up to 8 tonnes, the SpaltAxt turns short trunks into 
firewood in no time at all. The three-point linkage ensures maximum flexibility: 

That way, your SpaltAxt will be where it’s needed in no time.

PRODUCES
Short timber

in action!

SpaltAxt
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SPLITTING

SpaltAxt
Here you see the following configuration example: 
Item no: M6140N	 SpaltAxt 8, E5.5-400 Turbo
Item no: F0002544	 Special blades with rollers, slide-on (optional)

EASY TRANSPORT BY HAND

SIMPLE AND TOOL-FREE SPLITTING 
STROKE ADJUSTMENT

WORKING EFFICIENTLY 
WITH THE SPALTAXT

COMPACT WHEN STORED, 
POWERFUL WHEN IN USE

SPECIAL WEDGE WITH  
ROLLERS

STANDARD WOOD 
TRAYS

OP T I O
N

A
L

TRUNK ∅
max. 50 cm

LOG LENGTH
max. 55 cm

SUPPLY/RETURN
8 | 46 cm/s

PROCESSING VOLUME
up to 20 srm per year

KG

WEIGHT
at least 130 kg

SPLITTING FORCE
max. 8 t

SPLITTING
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SpaltAxt
 WORKING EFFICIENTLY 
 WITH THE SPALTAXT 

 EASY TRANSPORT BY HAND 
 SIMPLE AND TOOL-FREE 
 SPLIT-STROKE ADJUSTMENT 

Stay mobile: 
The large solid rubber wheels (300 mm 
in diameter) and the standard support 
wheel ensure excellent stability and 
allow the SpaltAxt to be moved 
effortlessly on paved surfaces. Another 
handy feature: The footrest makes it 
easier to tilt the machine into the 
transport position.

Two handy tools to help you when 
using the SpaltAxt: Pieces of wood that 
are to be split again can be conveniently 
placed on the two standard wood 
supports. These are located on the left 
and right of the machine at an 
ergonomic height and within easy 
reach. They also serve as a temporary 
storage area for split firewood, which 
can then be transported to the storage 
area. For space-saving storage and easy 
transport, the wood supports can be 
attached to the magnets and spring 
pins at the designated storage points 
tool-free.

Are you fed up with all the 
fiddly steps involved in cutting 

the wood into small enough 
pieces? With the SpaltAxt, you 
can efficiently manoeuvre the 

trunk into the desired position 
– either by moving the two-

handed control back and forth 
or by simply rotating the trunk 

on the splitting table.

 COMPACT WHEN STORED 
 AND GROSS AT WORK 

Not much storage space? For 
space-saving storage and 
transport, the blade guide tube 
can be retracted and the wood 
supports can be attached to the 
magnets and spring pins at the 
designated storage positions 
tool-free.

Unnecessary empty runs when splitting 
short timber cost time! Work more 
efficiently by simply adjusting the 
splitting stroke to the desired log length 
at a comfortable operating height – 
without any tools and in a single simple 
step.

This saves you time and effort!
See page 17 for more information!

Highlights

O
P

T I

O N AL

 WOODEN TRAYS 

 SPECIAL WEDGE WITH ROLLERS 

www.posch.com
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SPLITTING

FROM THE FIELDFROM THE FIELD

Our hotel guests love the old wood-
burning stove in the Jägerstüberl. To heat 
it, we chop our own firewood for the 
whole season: 
Once or twice a year, we take our roughly 
20-year-old SpaltAxt and the tilting 
saw out of the shed for this purpose. 
Everything’s working perfectly!

DANIEL WARTER  
FROM THE HOTEL RESLWIRT IN FLACHAU

SpaltAxt
The first short log splitters came onto the 

market in the 1980s – back then, they 
were still large and bulky. 

Demand for a more compact, flexible 
solution was growing, and so the 

development of the HydroMini began, 
packing the power of a large splitter into 
a more manageable format. The success 
of the HydroMini ultimately led to the 

development of the SpaltAxt, which took 
the market by storm with its combination 
of efficiency and portability and remains 
a popular choice for many applications to 

this day.
 

Naturally popular
Every now and then, you come across one 

or two SpaltAxt models in a shed. The 
classic choice for anyone who wants to 

perform the splitting of their own firewood 
fast, with safety and convenience. In short: 

The SpaltAxt is always a good choice!

THE EVOLUTION OF THE CLASSIC

Nice to know
!

A tilting saw and a  
SpaltAxt in one? This 

machine was part of the 
POSCH product range in 
1989. There was also a 

special attachment for the 
SpaltAxt designed for 

crushing tins. 

When the Resl Resort says: 
"Turn big into small!" – the POSCH power-
house for splitting short timber logs is 
brought out of the shed.
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That’s a point in favour 
              of the SpaltAxt!

The SpaltAxt is operated via a safe two-handed 
control. Technical innovations ensure an efficient 
cracking process: Integrated metal clamping jaws 

ensure precise positioning and a secure hold on the 
material being split to ensure safety. Spring clips 

prevent the device from sliding towards the 
operator. In addition, side guards protect against 

falling timber.

To ensure safe transport, the 
machine is equipped with 
lashing points that allow it to 
be securely fastened to the 
trailer.

Easy on your wallet and the 
environment: The specially 

designed hydraulic tank 
ensures efficient cooling, and 

the ratio of tank capacity to 
surface area has been 

optimised. This significantly 
reduces the amount of 
hydraulic oil required, 

making the SpaltAxt 
particularly easy to maintain!

Not to be taken for granted:
The integrated lifting points 
enable safety and effortless 
loading and unloading using a 
lifting tool.

 TWO-HANDED CONTROL 

 HYDRAULIC TANK 

 LASHING POINTS 

 SAFE LOADING AND UNLOADING 

in action!

SpaltAxt

www.posch.com
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SPLITTING

SpaltAxt Overview
SpaltAxt 6 SpaltAxt 8 SpaltAxt 8 SpaltAxt 10

Drive
Drive 1 Electric motor Electric motor Electric motor Electric motor Electric motor

Tractor 
hydraulics

Tractor PTO 
shaft

Hybrid drive: Tractor 
PTO shaft Petrol engine Electric motor Electric motor

Tractor 
hydraulics

Tractor PTO 
shaft

Hybrid drive: Tractor 
PTO shaft Petrol engine

Drive 2 - - - - - - - Electric motor - - - - - Electric motor -

Type E3-400 E3-230 E5.5-400 Turbo E3-400 E3-230 PS Turbo PZG Turbo PZG-E5.5-400 Turbo B3.1 E5.5-400 Turbo E3-400 PS Turbo PZG Turbo PZG-E5.5-400 Turbo B9.7 Turbo

Basic model adjustable splitting stroke

2-way slotted blade

two wood trays

Two-handed control

Wood clamping tip

Automatic wood clamping

Solid rubber wheels, 300 mm diameter

Support wheel, 200 mm diameter

Technical 
data 

Splitting force max. t 6 5 7.2 7.2 6 7.2 7.2 7.2 7.2 8 8 8 8 8 8

Minimum log diameter (cm) 8 8 8 8 8 8 8 8 8 8 8 8 8 8 10

Log diameter max. cm 35 35 40 40 40 40 40 40 40 50 50 50 50 50 50

Log length min. cm 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10

Log length max. cm 55 55 55 55 55 55 55 55 55 55 55 55 55 55 55

Cylinder stroke max. mm 540 540 540 540 540 540 540 540 540 540 540 540 540 540 540

Weight kg 130 136 156 142 146 220 170 198 144 194 180 197 210 246 212

Splitting wedge length mm 200 200 200 200 200 200 200 200 200 265 265 265 265 265 265

Feed (Drive 1) cm/s 5 5 7 5 5 7 8 8 5 7 5 7 8 8 7

Return (Drive 1) cm/s 31 26 41 31 26 41 46 46 31 28 21 28 32 32 28

Feed rate (Drive 2) cm/s - - - - - - - 7 - - - - - 7 -

Return (Drive 2) cm/s - - - - - - - 41 - - - - - 28 -

Power specification electric motor S6 kW 3 3 5.5 3 3 - - 5.5 - 5.5 3 - - 5.5 -

Average power consumption kWh* 1.5 – 2.5 1.0 – 2.0 2.0 – 3.0 1.5 – 2.5 1.0 – 2.0 - - 2.0 – 3.0 - 2.0 – 3.0 1.5 – 2.5 - - 2.0 – 3.0 -

Motor protection switch - - - - - -

Phase inverter - - - - - - -

Rotation field detection - - - - - - - - - - - - - - -

Mains power requirements 3x 400 V, 50 Hz, 
CEE 16 A

1x 230 V, 50 Hz, 
CEE 7/3, 16 A

3x 400 V, 50 Hz, 
CEE 16 A

3x 400 V, 50 Hz, 
CEE 16 A

1x 230 V, 50 Hz, 
CEE 7/3, 16 A - - 3x 400 V, 50 Hz, 

CEE 16 A
- 3x 400 V, 50 Hz, 

CEE 16 A
3x 400 V, 50 Hz, 

CEE 16 A
- - 3x 400 V, 50 Hz, 

CEE 16 A
-

Power requirement PTO kW - - - - - - 5 5 - - - - 5 5 -

PTO speed (rpm) - - - - - - 430 430 - - - - 430 430 -

Joint shaft required - - - - - - Yes Yes - - - - Yes Yes -

Internal combustion engine power - - - - - - - - 3.1 kW / 4.2 HP - - - - - 9.7 kW / 13.2 HP

Fuel consumption l/h - - - - - - - - 0.5 – 0.8 - - - - - 1.0 – 1.3

Fuel tank capacity in litres - - - - - - - - 1.1 - - - - - 2.1

Hydraulic oil tank capacity l 4 4 5 5 5 - 5 5 5 7 7 - 7 7 7

Length transport / working position mm 1170 / 1150 1170 / 1150 1150 / 1150 1150 / 1150 1150 / 1150 1250 / 1250 1300 / 1250 1250 / 1250 1150 / 1150 1200 / 1150 1180 / 1150 1270 / 1250 1250 / 1250 1250 / 1250 1300 / 1150

Width transport / working position mm 800 / 600 800 / 600 800 / 600 800 / 600 800 / 600 1000 / 1000 800 / 1000 1000 / 1000 600 / 600 800 / 600 800 / 600 800 / 1000 1000 / 1000 800 / 1000 1000 / 600

Height transport / working position mm 1260 / 1150 1260 / 1150 1300 / 1150 1300 / 1150 1300 / 1150 1150 / 1150 1350 / 1150 1150 / 1150 1150 / 1150 1320 / 1150 1330 / 1150 1300 / 1150 1150 / 1150 1350 / 1150 1300 / 1150

Accessory 
equipment

Special wedge with rollers

Drive shaft

Hour meter

Transport Solid rubber wheels, diameter 300 mm

Pneumatic tyres

Three-point linkage Cat. I + II

 optional      not available      standard equipment  optional      not available      standard equipment
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SpaltAxt 6 SpaltAxt 8 SpaltAxt 8 SpaltAxt 10

Drive
Drive 1 Electric motor Electric motor Electric motor Electric motor Electric motor

Tractor 
hydraulics

Tractor PTO 
shaft

Hybrid drive: Tractor 
PTO shaft Petrol engine Electric motor Electric motor

Tractor 
hydraulics

Tractor PTO 
shaft

Hybrid drive: Tractor 
PTO shaft Petrol engine

Drive 2 - - - - - - - Electric motor - - - - - Electric motor -

Type E3-400 E3-230 E5.5-400 Turbo E3-400 E3-230 PS Turbo PZG Turbo PZG-E5.5-400 Turbo B3.1 E5.5-400 Turbo E3-400 PS Turbo PZG Turbo PZG-E5.5-400 Turbo B9.7 Turbo

Basic model adjustable splitting stroke

2-way slotted blade

two wood trays

Two-handed control

Wood clamping tip

Automatic wood clamping

Solid rubber wheels, 300 mm diameter

Support wheel, 200 mm diameter

Technical 
data 

Splitting force max. t 6 5 7.2 7.2 6 7.2 7.2 7.2 7.2 8 8 8 8 8 8

Minimum log diameter (cm) 8 8 8 8 8 8 8 8 8 8 8 8 8 8 10

Log diameter max. cm 35 35 40 40 40 40 40 40 40 50 50 50 50 50 50

Log length min. cm 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10

Log length max. cm 55 55 55 55 55 55 55 55 55 55 55 55 55 55 55

Cylinder stroke max. mm 540 540 540 540 540 540 540 540 540 540 540 540 540 540 540

Weight kg 130 136 156 142 146 220 170 198 144 194 180 197 210 246 212

Splitting wedge length mm 200 200 200 200 200 200 200 200 200 265 265 265 265 265 265

Feed (Drive 1) cm/s 5 5 7 5 5 7 8 8 5 7 5 7 8 8 7

Return (Drive 1) cm/s 31 26 41 31 26 41 46 46 31 28 21 28 32 32 28

Feed rate (Drive 2) cm/s - - - - - - - 7 - - - - - 7 -

Return (Drive 2) cm/s - - - - - - - 41 - - - - - 28 -

Power specification electric motor S6 kW 3 3 5.5 3 3 - - 5.5 - 5.5 3 - - 5.5 -

Average power consumption kWh* 1.5 – 2.5 1.0 – 2.0 2.0 – 3.0 1.5 – 2.5 1.0 – 2.0 - - 2.0 – 3.0 - 2.0 – 3.0 1.5 – 2.5 - - 2.0 – 3.0 -

Motor protection switch - - - - - -

Phase inverter - - - - - - -

Rotation field detection - - - - - - - - - - - - - - -

Mains power requirements 3x 400 V, 50 Hz, 
CEE 16 A

1x 230 V, 50 Hz, 
CEE 7/3, 16 A

3x 400 V, 50 Hz, 
CEE 16 A

3x 400 V, 50 Hz, 
CEE 16 A

1x 230 V, 50 Hz, 
CEE 7/3, 16 A - - 3x 400 V, 50 Hz, 

CEE 16 A
- 3x 400 V, 50 Hz, 

CEE 16 A
3x 400 V, 50 Hz, 

CEE 16 A
- - 3x 400 V, 50 Hz, 

CEE 16 A
-

Power requirement PTO kW - - - - - - 5 5 - - - - 5 5 -

PTO speed (rpm) - - - - - - 430 430 - - - - 430 430 -

Joint shaft required - - - - - - Yes Yes - - - - Yes Yes -

Internal combustion engine power - - - - - - - - 3.1 kW / 4.2 HP - - - - - 9.7 kW / 13.2 HP

Fuel consumption l/h - - - - - - - - 0.5 – 0.8 - - - - - 1.0 – 1.3

Fuel tank capacity in litres - - - - - - - - 1.1 - - - - - 2.1

Hydraulic oil tank capacity l 4 4 5 5 5 - 5 5 5 7 7 - 7 7 7

Length transport / working position mm 1170 / 1150 1170 / 1150 1150 / 1150 1150 / 1150 1150 / 1150 1250 / 1250 1300 / 1250 1250 / 1250 1150 / 1150 1200 / 1150 1180 / 1150 1270 / 1250 1250 / 1250 1250 / 1250 1300 / 1150

Width transport / working position mm 800 / 600 800 / 600 800 / 600 800 / 600 800 / 600 1000 / 1000 800 / 1000 1000 / 1000 600 / 600 800 / 600 800 / 600 800 / 1000 1000 / 1000 800 / 1000 1000 / 600

Height transport / working position mm 1260 / 1150 1260 / 1150 1300 / 1150 1300 / 1150 1300 / 1150 1150 / 1150 1350 / 1150 1150 / 1150 1150 / 1150 1320 / 1150 1330 / 1150 1300 / 1150 1150 / 1150 1350 / 1150 1300 / 1150

Accessory 
equipment

Special wedge with rollers

Drive shaft

Hour meter

Transport Solid rubber wheels, diameter 300 mm

Pneumatic tyres

Three-point linkage Cat. I + II

 optional      not available      standard equipment  optional      not available      standard equipment
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SPLITTING

Basic model SpaltAxt 6 
Robust vertical log splitter for short timber with a splitting force of up to 6 t.

Article no. Type Name Drive Feed 
cm/s

Return 
flow 
cm/s

Splitting 
force

t

Weight 
~  kg

M6153N E3-400 SpaltAxt 6, E3-400, vertical log splitter for short timber with 6 
t splitting force, electric motor drive, 3 kW, S6, 3 x 400 V, 
50 Hz, CEE 16 A, motor protection switch with phase inverter, 
2-way slotted blade (length 200 mm), two-handed control 
with automatic wood clamping, splitting stroke adjustment, 
max. log length 55 cm, 2 wood trays, 2 handles and 2 solid 
rubber wheels, plus 1 solid rubber support wheel for 
transport

5 31 6 130

M6151N E3-230 SpaltAxt 6, E3-230, vertical log splitter for short timber with 5 
t splitting force, electric motor drive, 3 kW, S6, 1 x 230 V, 
50 Hz, CEE 7/3 16 A, direct start with motor protection, 
2-way slotted blade (length 200 mm), two-handed control 
with automatic wood clamping, splitting stroke adjustment, 
max. log length 55 cm, 2 wood trays, 2 handles and 2 solid 
rubber wheels, plus 1 solid rubber support wheel for 
transport

5 26 5 136

The splitting blade, which slopes 
diagonally forwards and has a 
length of 200 mm, prevents the 
wood from being subjected to 
pressure from the operator 
whilst also reducing the effort 
required to split the wood.

Thanks to the automatic wood 
clamping, even smaller logs – 

which would otherwise fall over 
– can be positioned 

comfortably and safely beneath 
the splitting blade and split.

 AUTOMATIC WOOD  
 CLAMPING IN SPALTAXT 6 

 2-WAY SLOTTED BLADE 

VIOLENT

VIOLENT

VIOLENT

Efficient, quiet and 
environmentally 
friendly: The electric 
motor: a cost-effective 
solution!

 ELECTRIC DRIVE 
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This extendable special blade with rollers 
saves effort and time! Thanks to its special 
shape, the wood springs back fast, thereby 
reducing the splitting stroke required. The 
rollers reduce the splitting force required 
and prevent the split wood from becoming 
jammed during the return stroke.

 SPECIAL BLADES 
 WITH ROLLERS 

Accessory equipment SpaltAxt 6 
For more power and comfort during producing firewood.

Article no. Name Type
E3-400

Type
E3-230

Weight
~ kg

F0001654 Special blades with rollers, slide-on type, suitable for SpaltAxt 6 7

F0002179 Hour meter with analogue display, 
Suitable for machines with an electric motor drive 1

 optional      not available      standard equipment

VIOLENT VIOLENT VIOLENT

VIOLENT VIOLENT VIOLENT

VIOLENT VIOLENT VIOLENT

VIOLENT VIOLENT VIOLENT

VIOLENT VIOLENT VIOLENT

VIOLENT VIOLENT VIOLENT
www.posch.com/gewaldigSubscribe now and  

experience some  

geWALDigen  

reading material!

The Posch  
customer  
magazine!
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SPLITTING

The forward-sloping splitting blade, which 
has a length of 200 mm, prevents the wood 
being pushed towards the operator and also 
reduces the effort required to split the wood. 
Do you also work with thin or diagonally cut 
timber that tends to fall over easily? The 
wood clamping tip secures it effortlessly for 
the splitting process.

 2-WAY SLOTTED BLADE WITH INTEGRATED LOG-HOLDING TIP 

Basic model SpaltAxt 8 
Robust vertical log splitter for short timber, with a splitting force of up to 7.2 t and a splitting blade with a length of 200 mm.

Article no. Type Name Drive Feed 
cm/s

Return 
flow 
cm/s

Splitting 
force

t

Weight 
~  kg

M6140N E5.5-400 
Turbo

 SpaltAxt 8, E5.5-400 Turbo, vertical log splitter for short timber 
with 7.2 t splitting force, driven by a 5.5 kW electric motor, S6, 
3 x 400 V, 50 Hz, CEE 16 A, motor protection switch with phase 
inverter, 2-way slotted blade (length 200 mm), two-handed 
control, wood clamping tip, splitting stroke adjustment, max. log 
length 55 cm, 2 wood trays, 2 handles and 2 solid rubber wheels, 
plus 1 solid rubber support wheel for transport

7 41 7.2 156

M6142N E3-400  SpaltAxt 8, E3-400, vertical log splitter for short timber with 7.2 
t splitting force, driven by a 3 kW electric motor, S6, 3 x 400 V, 50 
Hz, CEE 16 A, motor protection switch with phase inverter,  
2-way slotted blade (length 200 mm), two-handed control, wood 
clamping tip, splitting stroke adjustment, max. log length 55 cm, 
2 wood trays, 2 handles and 2 solid rubber wheels, plus 1 solid 
rubber support wheel for transport

5 31 7.2 142

M6141N E3-230  SpaltAxt 8, E3-230, vertical log splitter for short timber with 6 t 
splitting force, driven by a 3 kW electric motor, S6, 1 x 230 V,  
50 Hz, CEE 7/3 16 A, direct start with motor protection,  
2-way slotted blade (length 200 mm), two-handed control, wood 
clamping tip, splitting stroke adjustment, max. log length 55 cm, 
2 wood trays, 2 handles and 2 solid rubber wheels, plus 1 solid 
rubber support wheel for transport

5 26 6 146

M6162N PS Turbo SpaltAxt 8, HP Turbo, vertical log splitter for short timber with 
a splitting force of 7.2 tonnes at 250 bar. Drive powered by the 
tractor’s hydraulic system; a hydraulic coupling for forward and 
return operation is required for size 3. Non-pressurised return 
movement necessary! Max. pump flow rate: 16 l/min, 2-way slotted 
blade (length 200 mm), two-handed control, wood clamping tip, 
splitting stroke adjustment, max. log length 55 cm,  2 wood trays, 
three-point linkage, Cat. I + II, 2 solid rubber wheels and 1 solid 
rubber support wheel for transport, plus a removable handle

7 41 7.2 220

M6166N PZG 
Turbo

SpaltAxt 8, PZG Turbo, vertical log splitter for short timber with 
a splitting force of 7.2 t, driven by tractor PTO shaft, required 
PTO speed 430 rpm, power requirement 5 kW, 2-way slotted 
blade (length 200 mm), two-handed control, wood clamping tip, 
splitting stroke adjustment, max. log length 55 cm, 2 wood trays, 
three-point linkage, Cat. I + II, 2 solid rubber wheels, 1 solid 
rubber support wheel for transport, and a removable handle. 
PTO shaft required!

8 46 7.2 170

M6167N PZG-
E5.5-400 
Turbo

SpaltAxt 8, PZG-E5.5-400 Turbo, vertical log splitter for short 
timber with 7.2 t splitting force, driven by tractor PTO shaft, 
required PTO speed 430 rpm, power requirement 5, kW and driven 
by a 5.5 kW electric motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, motor 
protection switch with phase inverter, 2-way slotted blade (length 
200 mm), two-handed control, wood clamping tip, splitting 
stroke adjustment, max. log length 55 cm, 2 wood trays, three-
point linkage, Cat. I + II, 2 solid rubber wheels and 1 solid rubber 
support wheel for transport and a detachable handle. PTO shaft 
required!

8 46

7.2 198

7 41

M6168N B3.1  S paltAxt 8, B3,1, vertical log splitter for short timber with 7.2 
t splitting force, drive powered by a 3.1 kW petrol engine, recoil 
starter, 2-way slotted blade (length 200 mm), two-handed control, 
wood clamping tip, splitting stroke adjustment, max. log length 
55 cm, 2 wood trays, 2 handles and 2 solid rubber wheels, plus 1 
solid rubber support wheel for transport

5 31 7.2 144

Efficient, quiet and 
environmentally 
friendly: 
The electric motor: a 
cost-effective solution!

 ELECTRIC DRIVE 
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Accessory equipment SpaltAxt 8
Article no. Name Type 

E5.5-400 
Turbo

Type
E3-400 

Type
E3-230 

Type
HP

Turbo

Type
PZG 

Turbo

Type
PZG-

E5.5-400 
Turbo

Type
B3.1

Weight
~ kg

F0002544 Special blades with rollers, slide-on type, suitable for 
the SpaltAxt 8 4

F0004278 Three-point linkage Cat. I + II, for machines with 
electric motor drive, for easy to transport by 
tractor. The three-point linkage Cat. I + II is fitted as 
standard on machines with tractor PTO shaft and 
hybrid drive.

40

F0002179 Hour meter with analogue display, suitable for 
machines with an electric motor drive of 400 V X 1

F0001806 Operating hours counter with digital display of 
hours and PTO shaft speed, suitable for machines 
with tractor PTO shaft drive

1

F0001482 Operating hours counter with digital display, suitable 
for machines with petrol engine drive 1

Z2000635 Walterscheid W-Line universal joint shaft
8

 optional      not available      standard equipment

Special equipment SpaltAxt 8

Article no. Name Type
E5.5-400 

Turbo

Type
E3-400 

Type
E3-230 

Type
HP

Turbo

Type
PZG 

Turbo

Type
PZG-

E5.5-400 
Turbo

Type
B3.1

Weight
~ kg

LB 
(SO1505)

 Surcharge for pneumatic tyres (diameter 400 mm), 
for easier manoeuvring of the machine; the two 
solid rubber wheels fitted as standard are omitted.

10

 optional      not available      standard equipment

Retrofitting SpaltAxt 8
Article no. Name Type

E5.5-400 
Turbo

Type
E3-400 

Type
E3-230 

Type
HP

Turbo

Type
PZG 

Turbo

Type
PZG-

E5.5-400 
Turbo

Type
B3.1

Weight
~ kg

F0002581 Pneumatic tyres on a wheel set (diameter 400 mm), 
to make the machine easier to manoeuvre.
Estimated assembly time: 2 hours

10

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

Do you also work outside the home and yard? Thanks to the three-point linkage, Cat. With I + II, the 
SpaltAxt can be easily transported on the tractor. On models with a tractor PTO shaft, this is standard; 
on electric-powered machines, it is available as an optional feature. In addition, the machine, which is 

fitted with a three-point linkage, can also be moved manually – thanks to the third support wheel 
and the removable transport handle, for which a handy storage option on the machine is included as 

standard.

 PNEUMATIC WHEEL SET WITH PNEUMATIC 
 TYRES Thanks to the larger wheels (400 mm in 

diameter), this option for pneumatic tyres 
offers lower rolling resistance when 
manoeuvring your SpaltAxt. The two solid 
rubber wheels fitted as standard are no 
longer included.

 TRANSPORT ON THE TRACTOR 

This extendable special blade with rollers 
saves effort and time! Thanks to its special 
shape, the wood springs back fast, thereby 
reducing the splitting stroke required. The 

rollers reduce the splitting force required and 
prevent the split wood from becoming 

jammed during the return stroke.

 SPECIAL BLADES WITH ROLLERS

www.posch.com
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SPLITTING

Even smaller logs, which 
would normally fall over, 
can be securely held in 
place by the wood clamping 
tip on the SpaltAxt 8 or 10 
once positioned beneath the 
splitting blade, making 
them easy to split.

Basic model SpaltAxt 10 
The vertical log splitter for short timber, with a splitting force of 8 t and a splitting blade with a length of 265 mm.

Article no. Type Name Drive Feed 
cm/s

Return 
flow 
cm/s

Splitting 
force

t

Weight 
~  kg

M6175N E5.5-400 
Turbo

SpaltAxt 10, E5.5-400 Turbo, vertical log splitter for short timber 
with 8, t splitting force, driven by a 5.5 kW electric motor, S6, 3 
x 400, V, 50, Hz, CEE 16 A, motor protection switch with phase 
inverter, 2-way slotted blade (length 265 mm), two-handed 
control, wood clamping tip, splitting stroke adjustment, max. log 
length 55 cm, 2 wood trays, 2 handles and 2 solid rubber wheels 
as well as 1 solid rubber support wheel for transport

7 28 8 194

M6172N E3-400  SpaltAxt 10, E3-400, vertical log splitter for short timber with 
8 t splitting force, driven by a 3 kW electric motor, S6, 3 x 400 V, 
50 Hz, CEE 16 A, motor protection switch with phase inverter, 
2-way slotted blade (length 265 mm), two-handed control, wood 
clamping tip, splitting stroke adjustment, max. log length 55 cm, 
2 wood trays, 2 handles and 2 solid rubber wheels, plus 1 solid 
rubber support wheel for transport

5 21 8 180

M6171N PS Turbo SpaltAxt 10, HP Turbo, vertical log splitter for short timber with 
a splitting force of 8, tonnes at 190 bar. Drive powered by the 
tractor’s hydraulic system; a hydraulic coupling for forward 
and return operation is required for size 3. Non-pressurised 
return movement necessary! Max. pump flow rate: 16 l/min, 
2-way slotted blade (length 265 mm), two-handed control, wood 
clamping tip, splitting stroke adjustment, max. log length 55 cm,  2 
wood trays, three-point linkage, Cat. I + II, 2 solid rubber wheels, 1 
solid rubber support wheel and a removable handle for transport

7 28 8 197

M6176N PZG 
Turbo

SpaltAxt 10, PZG Turbo, vertical log splitter for short timber with 
8, tonnes of splitting force, driven by tractor PTO shaft, required 
PTO speed 430 rpm, power requirement 5 kW, 2-way slotted 
blade (length 265 mm), two-handed control, wood clamping tip, 
splitting stroke adjustment, max. log length 55 cm, 2 wood trays, 
three-point linkage, Cat. I + II, 2 solid rubber wheels and 1 solid 
rubber support wheel for transport, and a removable handle. 
PTO shaft required!

8 32 8 210

M6177N PZG-
E5.5-400 
Turbo

SpaltAxt 10, PZG-E5.5-400 Turbo, vertical log splitter for short 
timber with 8 t splitting force, driven by tractor PTO shaft, 
required PTO speed 430 rpm, power requirement 5 kW and 
driven by a 5.5 kW electric motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, 
motor protection switch with phase inverter, 2-way slotted 
blade (length 265 mm), two-handed control, wood clamping tip, 
splitting stroke adjustment, max. log length 55 cm, 2 wood trays, 
three-point linkage, Cat. I + II, 2 solid rubber wheels, 1 solid 
rubber support wheel for transport, and a detachable handle. 
PTO shaft required!

8 32

8 246

7 28

M6179N B9.7 
Turbo

SpaltAxt 10, B9.7 Turbo, vertical log splitter for short timber with 
8 t splitting force, driven by a 9.7 kW petrol engine, recoil starter, 
2-way slotted blade (length 265 mm), two-handed control, wood 
clamping tip, splitting stroke adjustment, max. log  length 55 cm, 
2 wood trays, 2 handles and 2 solid rubber wheels, plus 1 solid 
rubber support wheel for transport

7 28 8 212

 SECURE WOOD FIXATION SYSTEM 

Efficient, quiet and 
environmentally 
friendly: 
The electric motor: a 
cost-effective solution!

 ELECTRIC DRIVE 
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Accessory equipment SpaltAxt 10
Article no. Name Type 

E5.5-400 
Turbo

Type
E3-400 

Type
HP

Turbo 

Type
PZG 

Turbo

Type
PZG-

E5.5-400 
Turbo

Type
B9.7 

Turbo

Weight
~ kg

F0002546 Special blades with rollers, slide-on type, 
, suitable for the SpaltAxt 10 4

F0004278 Three-point linkage Cat. I + II, for machines with an 
electric motor as their drive, to make them easy to 
transport by tractor. The three-point linkage Cat. I + II 
is fitted as standard on machines with tractor PTO shaft 
and hybrid drive. 

40

F0002179 Hour meter with analogue display, suitable for 
machines with an electric motor drive of 400 V 1

F0001806 Operating hours counter with digital display of hours 
and PTO shaft speed, suitable for machines with tractor 
PTO shaft drive

1

F0001482 Operating hours counter with digital display, suitable 
for machines with petrol engine drive 1

Z2000636 Walterscheid W-Line universal joint shaft 9

 optional      not available      standard equipment

Special equipment SpaltAxt 10

Article no. Name Type 
E5.5-400 

Turbo

Type
E3-400 

Type
HP

Turbo 

Type
PZG 

Turbo

Type
PZG-

E5.5-400 
Turbo

Type
B9.7 

Turbo

Weight
~ kg

LB 
(SO1505)

Surcharge for pneumatic tyres (diameter 400 mm), 
for easier manoeuvring of the machine; the two solid 
rubber wheels fitted as standard are omitted.

10

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

Retrofitting SpaltAxt 10
Article no. Name Type 

E5.5-400 
Turbo

Type
E3-400 

Type
HP

Turbo 

Type
PZG 

Turbo

Type
PZG-

E5.5-400 
Turbo

Type
B9.7 

Turbo

Weight
~ kg

F0002581 Pneumatic tyres on a wheel set (diameter 400 mm), 
to make the machine easier to manoeuvre. 
Estimated assembly time: 2 hours

10

 optional      not available      standard equipment

Do you also work outside the home and yard? Thanks to the three-point linkage, Cat. With I + II, the 
SpaltAxt can be easily transported on the tractor. On models with a tractor PTO shaft, this is standard; 
on electric-powered machines, it is available as an optional feature. In addition, the machine, which is 

fitted with a three-point linkage, can also be moved manually – thanks to the third support wheel 
and the removable transport handle, for which a handy storage option on the machine is included as 

standard.

 PNEUMATIC WHEEL SET WITH PNEUMATIC 
 TYRES Thanks to the larger wheels (400 mm in 

diameter), this option for pneumatic tyres 
offers lower rolling resistance when 
manoeuvring your SpaltAxt. The two solid 
rubber wheels fitted as standard are no 
longer included.

 TRANSPORT ON THE TRACTOR 

This extendable special blade with rollers 
saves effort and time! Thanks to its special 
shape, the wood springs back fast, thereby 
reducing the splitting stroke required. The 

rollers reduce the splitting force required and 
prevent the split wood from becoming 

jammed during the return stroke.

 SPECIAL BLADES WITH ROLLERS

www.posch.com
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