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Automatic kindling and 
firewood dispensers

AutoSplit 250 AutoSplit 375 AutoLogger 420

Application Category Kindling Firewood and kindling Firewood and kindling

Incoming timber Softwood Softwood and hardwood Softwood and hardwood

Log length max. cm 20 42 33

Max. wood diameter (cm) 
Max. timber edge length (cm)

Round timber, diameter 25 
; square timber, 20 

; optional for boards 
and pork rinds

Round timber, diameter 37.5 
; square timber, □ 30

Round timber, diameter 41 
; square timber, □ 35

Output: kindling, approx. bags/h 50 – 100 * 100 120

Output: kindling, max. srm/h 1 – 2 * 1.5 1.5

Firewood throughput, max. srm/h – 10 12

Drive types

Packaging in bags for kindling  loose or layered loose or layered loose or layered

* depending on the type of drive

Electric motor Tractor PTO shaft Hybrid drive Petrol/Diesel

Drive types

SPLITTING
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limited scope of application ideal area of application

Overview of the different grades of firewood
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AutoSplit Log diameter

Log size

typ. min. – max. 
Processing diameter 

[cm]
Length of firewood L

Splitting 
system

Gap 
gauge 10 15 20 25 30 35 40 45 50
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2 Only where the softwood is of good quality (L 16 – 25) 

1 Only for high-quality softwood (L 12 – 20) 

3 Only where the softwood is of good quality (L 12 – 25) 


