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Overview
Firewood saws with a conveyor belt

Wood feed manual Automatic Automatic Automatic

Firewood cut manual manual Automatic Automatic

Max. cutting diameter (cm) 24 20 20 23

Potential annual throughput 
(srm) 350 350 700 7100

Max. max. log lengths (cm) 120  
200 with tilting extension 120 120

120 with no leftover,
within the tolerance range 

200 with cycle control

Transport Three-point linkage Three-point linkage

 
three-point linkage 
forklift attachment 

Tractor chassis

Forklift attachment
tractor chassis 

road chassis (80 km/h)

Drive types 

Conveyor belt Single-stage telescopic 
conveyor belt, 4 m

Conveyor belt 1.5 m 
Single-stage telescopic 

conveyor belt 4 m 
2-way telescopic conveyor 

belt 5 m

Conveyor belt 1.5 m 
Single-stage telescopic 

conveyor belt 4 m 
2-way telescopic conveyor 

belt 5 m

Conveyor belt 1.5 m 
Conveyor belt 2.5 m 

Swivelling conveyor belt 5 m

Tilting saw with 
conveyor belt EasyCut SmartCut AutoCut

SAWING

Electric motor Tractor PTO shaft Hybrid drive Petrol/Diesel

Drive types

Further 
information 

on the AutoCut 
is available on 

request!



Tilting saw with 
conveyor belt, 

EasyCut 

EasyCut SmartCut SmartCut AutoCut AutoCut

Hourly output of manual and automatic saws

Volume of firewood processed, taking into 
account the number of operators
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