
UniCut
One saw, three possibilities!

With the UniCut’s basic model, you can cut firewood –  
a classic roller-bench saw or table circular saw.

Universally upgradeable:
You can either order the model you require when placing your initial order, or 
simply retrofit your UniCut later for longitudinal cutting or cutting. In any case, 
you can saw safely, as your hands are protected from coming into contact with 

the saw blade. 

SAWING
manual

PRODUCES
Firewood

Fence posts
Wooden boards

in action!

UniCut

SAWING

176



177



UniCut  
Here you see the following configuration example: 
Item no: M1119HSWLR	 UniCut firewood saw, E5.5-400

QUIET, QUIETER, THE 
PURE JOY OF SAWING

EASY MAINTENANCE – CONSISTENTLY 
HIGH PERFORMANCE

ONE SAW, THREE POS-
SIBILITIES!

EASY HANDLING AND SAFETY DURING 
TRANSPORT – FLEXIBILITY FOR EVERY 
DRIVE CONFIGURATION

SHARPENING AN
D

 CU
TTIN

G
 SA

W

LONGITUDINAL CUT SAW

CUTTING ∅
max. 24 cm

LOG LENGTH
max. 200 cm

WOOD FEED
manual

FIREWOOD CUT
manual

PROCESSING VOLUME
more than 20 cubic metres / 

year

KG

WEIGHT
at least 172 kg

SAWING
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UniCut  

 EASY MAINTENANCE – 
 CONSISTENTLY HIGH PERFORMANCE 

The saw blade can be changed fast and 
easily – the correct tool is supplied with 
the product. Thanks to the handy central 
lubrication rail on the machine’s frame, 
maintenance of the moving parts can be 
carried out in just a few simple steps, 
saving time and extending the service 
life. Furthermore, the V-belts can be 
easily retensioned to ensure consistent 
performance and optimum efficiency. 
This ensures your machine is always in 
perfect condition and ready for use at 
any time!

The standard solid rubber wheels, with a 
diameter of 300 mm, ensure easy 
transport on level ground. Models with 
an electric motor feature integrated, 
fold-away transport handles, allowing 
the machine to be lifted and moved like 
a wheelbarrow ; a wheel brake is also 
included. Machines with tractor PTO 
shafts and hybrid drive come with a 
three-point linkage as standard, and 
the transport aid makes it even easier 
to manoeuvre the machine, even into 
the most remote corners. A handy saw 
table lock keeps the table stable during 
storage and transport.

 EASY TO USE AND 
 SAFE TRANSPORT – FLEXIBILITY 
 FOR EACH DRIVE VARIANT 

 QUIET, QUIETER, QUIETEST 
 THE JOY OF SAWING 

A saw without compromise: The UniCut cuts everything, not just firewood. It is a true jack-of-all-trades, ready to show wood its 
teeth. These are either optional, or you can select the model of your saw you require when placing your initial order: For firewood, 
rip, crosscut and mitre saws!
Read more about this on the next page!

Thanks to its advanced sound-
absorption technology and a specially 
developed tooth geometry, the purr 
Widia circular saw blade drastically 
reduces noise levels during cutting, 
resulting in a significantly more 
pleasant working environment. 
The noise level when idling is now just 
72 dB(A), down from 92 dB(A). The 
PURR circular saw blade stands out for 
its longer service life compared to 
conventionalcoarse-toothed circular saw 
blades, meaning it remains sharp and 
effective for longer before it needs to be 
replaced or resharpened. Efficiency 
increases and costs for the user are 
reduced.

Highlights

 ONE SAW, THREE WAYS! 

The purr saw blade 
delivers an unrivalled 

sawing experience – not 
just for your ears, but for 

your neighbours’ too!

www.posch.com
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I’ve practically grown up with our first POSCH saw, 
so to speak; I know every detail about it and still 

enjoy using it to cut firewood. As this machine 
is powered solely by an electric motor, a POSCH 

tabletop pendulum circular saw was added in 2016 
to enable it to be used outside the property as well. 

It has a main application for cutting firewood at 
home, but also for longitudinal cuts. The saw joins 

the HydroCombi 16 from 2005 and the SplitAxt 
from 2015 in our POSCH fleet. No other brand made 

it onto the shortlist at all. There’s now a POSCH 
machine to suit every job!

CHRISTIAN HUMMEL

UniCut
It all began years ago with the practical tilting table saw, 
which was, however, withdrawn from the range in 2018 
due to a change in standards. 
 
The successor model, the UniCut, is available in various 
models: for a traditional firewood cut, for producing 
wooden posts, or for a longitudinal cut. With the right 
model for you, the UniCut will meet all your needs. 
 
And whatever you do, always ensure safety!

MORE THAN JUST A TABLE SAW

Nice to know!

A chip extraction unit 
– which can be  

retrofitted – ensures  
a clean workplace!

FROM THE FIELDFROM THE FIELD

POSCH machines have been in use on the Hummel family’s farm for five decades now – the roller table 
saw from 1985 is still in use today. The fleet has now grown to a total of four vehicles:

SAWING
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One saw – three possibilities: 
UniCut!

Operated with just one hand!
Would you like to saw firewood at the table as usual? The large sawing table is robust and 
solidly built, ensuring maximum stability. The ball bearing allows for effortless operation, 
whilst the tension spring ensures that the mechanism returns automatically to its original 
position. The retaining lugs on the saw blade guard and the clamping device hold the 
wood securely in place during the firewood cut, thereby minimising twisting of the log and 
preventing the saw blade from jamming. The integrated handle on the mounting bracket 
allows for easy operation and an ergonomic saw feed. The tension springs ensure that the 
clamping device opens automatically once released, so that the log can be moved forward 
for the next cut. An additional protective guard on the clamping device prevents direct 
access to the circular saw blade and provides even greater safety. This option is available 
both as standard equipment and as an add-on pack.

Efficient longitudinal cuts – for precise work and maximum convenience.
Would you like to make longitudinal cuts with ease? The solution is our UniCut roller 
table saw with a longitudinal cutting configuration. It features a spring-assisted, 
movable, pre-adjustable and self-adjusting protective hood containing machinable 
inserts. The tool-free adjustable longitudinal stop and the sliding tool ensure precise 
cuts, whilst the riving knife ensures that the wood does not jam during longitudinal 
cuts. To make your work even more comfortable and achieve the best results, it is 
advisable to choose the right saw blade.
Another plus point: If the saw is powered by the tractor PTO 
shaft, it is mounted at a 90° angle to the tractor. This 
means that even pieces of timber with a length of 
several meters, such as boards, posts or slabs, can be 
worked on with ease. This option is available both as 
standard equipment and as an add-on pack.

Precision sharpening and cutting device for round timber – ideal for posts and more.
Would you like to taper and cut round timber to make posts? Then the sharpening and 

cutting device is just the thing for you! Round timber with a diameter of 5 to 24 cm can be 
processed without any difficulty. The saw blade guard (to the left and right of the saw blade) 
can be moved sideways, is transparent and equipped with rollers on the operator’s side. This 
makes it easier to thread the wood and swivel it whilst sharpening. A folding centring device 

(bracket) ensures the workpiece is aligned exactly and, when used with the push tool, enables 
a precise cutting on the fixed sawing table. The splitting wedge ensures that nothing gets 

jammed during the cutting. To make your work even more comfortable and achieve the best 
results, it is advisable to choose the right saw blade. Another plus point: If the saw is 

powered by the tractor PTO shaft, it is mounted at a 90° angle to the tractor. This means that 
even pieces of timber of longer length, such as round timbers, posts or planks, can be worked 

on with ease. This option is available both as standard equipment and as an add-on pack.

 FIREWOOD CUT

 LONGITUDINAL CUT

 TAPER AND CUTTING 

in action!

UniCut

www.posch.com
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UniCut Firewood/Sharpening and Cutting/Longitudinal Cut Saw Overview
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Drive
Drive 1 Electric motor Electric motor Electric motor Electric motor

Drive 2 - - - -

Type E5.5–400 KE5.5-400 KE7.5-400 KE9-400

Firewood saw Minimum cutting diameter (cm) 5 5 5 5

Max. cutting diameter (cm) 24 24 24 24

Length transport / working position mm 1505 / 1505 1505 / 1505 1505 / 1505 1505 / 1505

Width transport / working position mm 850 / 850 850 / 850 850 / 850 930 / 930

Height transport / working position mm 1220 / 1595 1220 / 1595 1220 / 1595 1220 / 1595

Pointing and 
crosscut saw

Minimum cutting diameter (cm) 5 5 5 5

Max. cutting diameter (cm) 24 24 24 24

Cutting processing diameter, max. cm 10 10 15 20

Length transport / working position mm 1610 / 1610 1610 / 1610 1610 / 1610 1610 / 1610

Width transport / working position mm 915 / 915 915 / 915 915 / 915 915 / 915

Height transport / working position mm 1230 / 1230 1230 / 1230 1230 / 1230 1230 / 1230

Longitudinal cut 
saw

Maximum processing thickness (longitudinal cut), cm 10 10 15 20

Length transport / working position mm 1620 / 1620 1620 / 1620 1620 / 1620 1620 / 1620

Width transport / working position mm 920 / 920 920 / 920 920 / 920 985 / 985

Height transport / working position mm 1340 / 1340 1340 / 1340 1340 / 1340 1340 / 1340

Basic model Direct drive

V-belt drive

Purr-Widia saw blade

Large sawing table (1500 x 855 mm)

Table guide with ball-bearing support

Solid rubber wheels, diameter 300 mm

Three-point linkage Cat. I + II

Transport aid

Technical data Saw blade diameter (mm) 700 700 700 700

Log length min. cm 100 100 100 100

Log length max. cm 200 200 200 200

Weight kg 172 190 202 215

Saw blade braking electric electric electric electric

Power specification electric motor S6 kW 5.5 5.5 7.5 9

Motor protection switch

Phase inverter

Star-delta start

Mains power requirements 3 x 400 V, 50 Hz,
CEE 16 A

3 x 400 V, 50 Hz,
CEE 16 A

3 x 400 V, 50 Hz,
CEE 16 A

3 x 400 V, 50 Hz,
CEE 32 A

Average power consumption kWh* 2.5 – 3.5 2.5 – 3.5 3.0 – 4.0 3.5 – 5.0

Power requirement PTO kW - - -

PTO speed, max. rpm - - - -

Joint shaft required - - - -

Transport Tractor chassis 

Transport aid

Special equipment Star-delta start

Accessory 
equipment

Drive shaft

Chip extraction connection, diameter 100 mm

Chip extraction fan 350S 350S 350S 350S

Cyclone 350 350 350 350

Hour meter

Retrofitting Firewood saw model

Model: Pointing and Crosscut Saw

Longitudinal cut saw model

 optional      not available      standard equipment

SAWING
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UniCut Firewood/Sharpening and Cutting/Longitudinal Cut Saw Overview
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Drive
Drive 1 Tractor PTO shaft

Hybrid drive: Tractor 
PTO shaft

Hybrid drive: Tractor 
PTO shaft

Hybrid drive: Tractor 
PTO shaft

Drive 2 - Electric motor Electric motor Electric motor

Type PZG PZG-E5.5-400 PZG-E7.5-400 PZG-E9-400

Firewood saw Minimum cutting diameter (cm) 5 5 5 5

Max. cutting diameter (cm) 24 24 24 24

Length transport / working position mm 1770 / 1970 1770 / 1970 1770 / 1970 1770 / 1970

Width transport / working position mm 1000 / 1000 1000 / 1000 1000 / 1000 1000 / 1000

Height transport / working position mm 1220 / 1595 1220 / 1595 1220 / 1595 1220 / 1595

Pointing and 
crosscut saw

Minimum cutting diameter (cm) 5 5 5 5

Max. cutting diameter (cm) 24 24 24 24

Cutting width 
; max. processing diameter: cm 20 10 15 20

Length transport / working position mm 1880 / 1880 1880 / 1880 1880 / 1880 1880 / 1880

Width transport / working position mm 1000 / 1000 1000 / 1000 1000 / 1000 1000 / 1000

Height transport / working position mm 1230 / 1230 1230 / 1230 1230 / 1230 1230 / 1230

Longitudinal cut 
saw

Maximum processing thickness (longitudinal cut), cm 20 10 15 20

Length transport / working position mm 1885 / 1885 1885 / 1885 1885 / 1885 1885 / 1885

Width transport / working position mm 970 / 970 970 / 970 970 / 970 970 / 970

Height transport / working position mm 1340 / 1340 1340 / 1340 1340 / 1340 1340 / 1340

Basic model Direct drive

V-belt drive

Purr-Widia saw blade

Large sawing table (1500 x 855 mm)

Table guide with ball-bearing support

Solid rubber wheels, diameter 300 mm

Three-point linkage Cat. I + II

Transport aid

Technical data Saw blade diameter (mm) 700 700 700 700

Log length min. cm 100 100 100 100

Log length max. cm 200 200 200 200

Weight kg 254 297 303 310

Saw blade braking mechanical mechanical / electrical mechanical / electrical mechanical / electrical

Power specification electric motor S6 kW - 5.5 7.5 9

Motor protection switch -

Phase inverter -

Star-delta start -

Mains power requirements - 3 x 400 V, 50 Hz, 
CEE 16 A

3 x 400 V, 50 Hz, 
CEE 16 A

3 x 400 V, 50 Hz, 
CEE 32 A

Average power consumption kWh* - 2.5 – 3.5 3.0 – 4.0 3.5 – 5.0

Power requirement PTO kW 11 11 11 11

PTO speed, max. rpm 540 540 540 540

Joint shaft required - - - -

Transport Tractor chassis 

Transport aid

Special equipment Star-delta start -

Accessory 
equipment

Drive shaft

Chip extraction connection, diameter 100 mm

Chip extraction fan 350S 350S 350S 350S

Cyclone 350 350 350 350

Hour meter

Retrofitting Firewood saw model

Model: Pointing and Crosscut Saw

Longitudinal cut saw model

 optional      not available      standard equipment

www.posch.com
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Basic model UniCut firewood saw
The table circular saw for the firewood cut – optional as a taper cut saw or a longitudinal cut saw!		

Article no. Type Name Drive Cutting 
diameter (max. cm)

Weight
~ kg

M1119HSWLR E5.5–400 UniCut firewood saw, E5.5-400, direct drive with electric motor, 5.5 kW, 
S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, motor protection switch with 
phase inverter, model designed for firewood cut with a max. cutting 
diameter of 24 cm, purr Widia circular saw blade, diameter 700 mm, 
including tool for changing the saw blade, large sawing table with 
ball-bearing table guide, fold-out handles, solid rubber wheels with a 
diameter of 300 mm and wheel brakes 

24 172

M1028HSWLR KE5.5-400 UniCut firewood saw, KE5.5-400, v-belt drive with electric motor, 5.5 
kW, S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, motor protection switch 
with phase inverter, model designed for a firewood cut with a max. 
cutting diameter of 24 cm, purr Widia circular saw blade, diameter 700 
mm, including tool for changing the saw blade, large sawing table with 
ball-bearing table guide, fold-out handles, solid rubber wheels with a 
diameter of 300 mm and wheel brakes 

24 190

M1030HSWLR KE7.5-400 UniCut firewood saw, KE7.5-400, v-belt drive with electric motor, 7.5 kW, 
S6, 3 x 400 V, 50 Hz, CEE 16 A, star-delta start, motor protection switch 
with phase inverter, model designed for a firewood cut with a max. 
cutting diameter of 24 cm, purr Widia circular saw blade, diameter 700 
mm, including tool for changing the saw blade, large sawing table with 
ball-bearing table guide, fold-out handles, solid rubber wheels with a 
diameter of 300 mm and wheel brakes

24 202

M1032HSWLR KE9-400 UniCut firewood saw, KE9-400, v-belt drive with electric motor, 9 kW, 
S6, 3 x 400 V, 50 Hz, CEE 32 A, star-delta start, motor protection switch 
with phase inverter, model designed for a firewood cut with a max. 
cutting diameter of 24 cm, purr Widia circular saw blade, diameter 700 
mm, including tool for saw blade replacement, large sawing table with 
ball-bearing table guide, fold-out handles, solid rubber wheels with a 
diameter of 300 mm and wheel brakes

24 215

M1019HSWLR PZG UniCut firewood saw, PZG, v-belt drive with tractor PTO shaft, required 
PTO speed 540 rpm, power requirement 11 kW,  model for firewood cut 
with a max. cutting diameter of 24 cm, purr Widia circular saw blade, 
diameter 700 mm, including tool for blade change, large sawing table 
with ball-bearing table guide, solid rubber wheels, diameter 300 mm, and 
transport aid, three-point linkage, Cat. I + II. PTO shaft required!

24 254

M1037HSWLR PZG-
E5.5-400

UniCut firewood saw, PZG-E5.5-400, v-belt drive with tractor PTO shaft, 
required PTO speed 540 rpm, power requirement 11 kW, and drive with 
5.5 kW electric motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, motor 
protection switch with phase inverter, model designed for firewood cut 
with a max. cutting diameter of 24 cm, purr Widia circular saw blade, 
diameter 700 mm, including tool for saw blade replacement, large 
sawing table with ball-bearing table guide, solid rubber wheels with 
diameters of 300 mm and transport aid, three-point linkage, Cat. I + II. 
PTO shaft required!

24 297

M1038HSWLR PZG-
E7.5-400

UniCut firewood saw, PZG-E7.5-400, v-belt drive with tractor PTO shaft, 
required PTO speed 540 rpm, power requirement 11 kW and drive with 7.5 
kW electric motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, star-delta start, motor 
protection switch with phase inverter, model designed for firewood cut 
with a max. cutting diameter of 24 cm, purr Widia circular saw blade, 
diameter 700 mm, including tool for saw blade replacement, large sawing 
table with ball-bearing table guide, solid rubber wheels with a diameter 
of 300 mm and transport aid, three-point linkage, Cat. I + II. PTO shaft 
required!

24 303

M1040HSWLR PZG-
E9-400

UniCut firewood saw, PZG-E9-400, v-belt drive with tractor PTO shaft, 
required PTO speed 540 rpm, power requirement 11 kW and drive with 9 
kW electric motor, S6, 3 x 400 V, 50 Hz, CEE 32 A, star-delta start, motor 
protection switch with phase inverter, model designed for firewood cut 
with a max. cutting diameter of 24 cm, purr Widia circular saw blade, 
diameter 700 mm, including tool for saw blade replacement, large sawing 
table with ball-bearing table guide, solid rubber wheels with a diameter 
of 300 mm and transport aid, three-point linkage, Cat. I + II. PTO shaft 
required!

24 310
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Special equipment UniCut firewood saw

Article no. Name Type 
E5.5-
400

Type 
KE5.5-

400

Type 
KE7.5-
400

Type 
KE9-
400

Type 
PZG

Type 
PZG-

E5.5-400

Type 
PZG-

E7.5-400

Type 
PZG-

E9-400

Weight
~ kg

WL 
(SO1490)

purr Widia circular saw blade for the 
firewood cut – significantly quieter than a 
traditional Widia saw blade! 
Outer diameter: 700 mm, 
Bore diameter: 30 mm, 
Number of teeth: 84 
Included as standard in the basic model!

11

GZ
(SO1494)

Discounted coarse-toothed circular saw 
blade for the firewood cut, instead of a 
purr Widia circular saw blade, 
Outer diameter: 700 mm, 
Bore diameter: 30 mm, 
Number of teeth: 56

15

Y 
(SO1280)

Surcharge for motor protection switch 
with star-delta start for drive via a 
generator, suitable for electric motorswith 
5.5 kW, S6 duty cycle

1

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

Would you like to run your machine using a generator? Machines with a drive power of up to 
5.5 kW are fitted as standard with a motor protection switch and direct start. With the optional 
motor protection switch and star-delta start (special equipment ‘Y’), the starting current is 
reduced, which makes operation with a generator much easier.

 OPTIMISED OPERATION WITH A GENERATOR: 
 MOTOR PROTECTION SWITCH WITH STAR-DELTA START 

You can find more 
information about the saw 

blades on page 228!

Do you also work outside your 
home and garden? This means you 
can choose your place of work 
flexibly.

 TRACTOR DRIVE 
 WITH A PTO SHAFT 

www.posch.com
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Basic model UniCut longitudinal cut saw
The table circular saw for longitudinal cuts – optional as a firewood and pointing saw! 			 

Article no. Type Name Drive Longitudinal cut 
processing diam-
eter (max. 10 cm)

Weight
~ kg

M1119HSWLL E5.5–400 UniCut longitudinal cut saw, E5.5-400, direct drive with electric motor, 
5.5 kW, S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, motor protection 
switch with phase inverter, for longitudinal cuts with a max. cutting 
thickness of 10 cm, purr Widia circular saw blade, diameter 700 mm, 
including tool for changing the saw blade, large sawing table with 
ball-bearing table guide, fold-out handles, solid rubber wheels with a 
diameter of 300 mm and wheel brakes

10 176

M1028HSWLL KE5.5-400 UniCut longitudinal cut saw, E5.5-400, v-belt drive with electric motor, 
5.5 kW, S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, motor protection 
switch with phase inverter, for longitudinal cuts with a max. cutting 
thickness of 10 cm, purr Widia circular saw blade, diameter 700 mm, 
including tool for saw blade change, large sawing table with ball-bearing 
table guide, fold-out handles, solid rubber wheels with a diameter of 
300 mm and wheel brakes

10 194

M1030HSWLL KE7.5-400 UniCut longitudinal cut saw, KE7.5-400, v-belt drive with electric 
motor, 7.5 kW, S6, 3 x 400 V, 50 Hz, CEE 16 A, star-delta start, motor 
protection switch with phase inverter, for longitudinal cuts with 
a max. cutting thickness of 15 cm, purr Widia circular saw blade, 
diameter 700 mm, including tool for saw blade change, large sawing 
table with ball-bearing table guide, handles, solid rubber wheels with 
a diameter of 300 mm and wheel brakes

15 206

M1032HSWLL KE9-400 UniCut longitudinal cut saw, KE9-400, v-belt drive with electric motor, 
9 kW, S6, 3 x 400 V, 50 Hz, CEE 32 A, star-delta start, motor protection 
switch with phase inverter, for longitudinal cuts with a max. cutting 
thickness of 20 cm, purr Widia circular saw blade, diameter 700 mm, 
including tool for saw blade change, large sawing table with ball-
bearing table guide, handles, solid rubber wheels with a diameter of 
300 mm and wheel brakes

20 219

M1019HSWLL PZG UniCut longitudinal cut saw, PZG, v-belt drive with tractor PTO 
shaft, required PTO speed 540 rpm, Power requirement 11, , kW, for 
longitudinal cuts with a max. cutting thickness of 20 cm, purr Widia 
circular saw blade, diameter 700 mm, including tool for saw blade change 
, large sawing table with ball-bearing table guide, solid rubber wheels, 
diameter 300 mm, and transport aid, three-point linkage, Cat. I + II. PTO 
shaft required!

20 258

M1037HSWLL PZG-
E5.5-400

UniCut longitudinal cut saw, PZG-E5.5-400, V-belt drive with tractor 
PTO shaft, required PTO speed 540 rpm, power requirement 11 kW, for 
longitudinal cuts with a max. cutting thickness of 20 cm and drive via a 
5.5 kW electric motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, motor 
protection switch with phase inverter, for longitudinal cuts with a max. 
cutting thickness of 10 cm, purr Widia circular saw blade, diameter 
700 mm, including tool for saw blade change, large sawing table with 
ball-bearing table guide, solid rubber wheels, diameter 300 mm, and 
transport aid, three-point linkage, Cat. I + II. PTO shaft required!

20

301

10

M1038HSWLL PZG-
E7.5-400

UniCut longitudinal cut saw, PZG-E7.5-400, V-belt drive with tractor 
PTO shaft, required PTO speed 540 rpm, power requirement 9 kW, for 
longitudinal cuts with a max. cutting thickness of 20 cm and driven by 
a 7.5 kW electric motor, S6, 3 x 400 V, 50 Hz, CEE 16 A, star-delta start, 
motor protection switch with phase inverter, for longitudinal cuts with a 
max. cutting thickness of 15 cm, purr Widia circular saw blade, diameter 
700 mm, including tool for saw blade change, large sawing table with 
ball-bearing table guide, solid rubber wheels with a diameter of 300 mm 
and transport aid for manual transport, three-point linkage, Cat. I + II. 
PTO shaft required!

20

307

15

M1040HSWLL PZG-
E9-400

UniCut longitudinal cut saw, PZG-E9-400, v-belt drive with tractor PTO 
shaft, required PTO speed 540 rpm, power requirement 11 kW and 
drive with 9 kW electric motor, S6, 3 x 400 V, 50 Hz, CEE 32 A, star-delta 
start, motor protection switch with phase inverter, for longitudinal cuts 
with a max. cutting thickness of 20 cm, purr Widia circular saw blade, 
diameter 700 mm, including tool for saw blade change, large sawing 
table with ball-bearing table guide, solid rubber wheels with a diameter 
of 300 mm and transport aid, three-point linkage, Cat. I + II. PTO shaft 
required!

20

314

20
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Special equipment UniCut longitudinal cut saw

Article no. Name Type 
E5.5-
400

Type 
KE5.5-

400

Type 
KE7.5-
400

Type 
KE9-
400

Type 
PZG

Type 
PZG-

E5.5-400

Type 
PZG-

E7.5-400

Type 
PZG-

E9-400

Weight
~ kg

WL
(SO1530)

purr-Widia circular saw blade for firewood 
and longitudinal cuts – significantly 
quieter than a standard Widia saw blade! 
Outer diameter: 700 mm, 
Bore diameter: 30 mm, 
Number of teeth: 42
Included as standard in the basic model!

1

GZ
(SO1531)

Discount on coarse-tooth circular saw 
blade for firewood cut instead of 
purr Widia circular saw blade, 
Outer diameter: 700 mm, 
Bore diameter: 30 mm, 
Number of teeth: 56

15

Y
(SO1280)

Surcharge for motor protection switch 
with star-delta start for drive via a 
generator, suitable for electric motors with 
5.5 kW, S6 duty cycle

1

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

Would you like to run your machine using a generator? Machines with a drive power of up to 
5.5 kW are fitted as standard with a motor protection switch and direct start. With the optional 
motor protection switch and star-delta start (special equipment ‘Y’), the starting current is 
reduced, which makes operation with a generator much easier.

 OPTIMISED OPERATION WITH A GENERATOR: 
 MOTOR PROTECTION SWITCH WITH STAR-DELTA START 

You can find more 
information about the saw 

blades on page 228!

Maximum flexibility and 
efficiency: The hybrid drive 
combines the advantages of a 
tractor PTO shaft and an 
electric motor!

 COMBINED 
 DRIVE 

www.posch.com
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Basic model UniCut pointing and crosscut saw
The pointing and crosscut saw – optional as a firewood and longitudinal cut saw! 				  

Article no. Type Name Drive
1 

Longitudinal 
cut Process-
ing Ø max. 
cm Drive 1

Drive
2

Longitudinal 
cut Process-
ing Ø max. 
cm Drive 2

Weight
~ kg

M1119HSWLU E5.5–
400

Direct drive with electric motor, 5.5 kW, S6, 3 x 400 V, 50 Hz, 
CEE 16 A, direct start, motor protection switch with phase inverter, 
for bevelling and cutting with a max. cutting thickness of 10 cm, purr 
Widia circular saw blade, diameter 700 mm, including tool for chan-
ging the saw blade, large sawing table with ball-bearing table guide, 
fold-out handles and solid rubber wheels with a diameter of 300 mm, 
with wheel brakes for manual transport

10 - - 165

M1028HSWLU KE5.5-
400

V-belt drive with electric motor, 5.5 kW, S6, 3 x 400 V, 50 Hz, CEE 16 A, 
direct start, motor protection switch with phase inverter, for bevelling 
and cutting with a max. cutting thickness of 10 cm, purr Widia circular 
saw blade, diameter 700 mm, including tool for changing the saw 
blade, large sawing table with ball-bearing table guide, fold-out hand-
les and solid rubber wheels with a diameter of 300 mm, with wheel 
brakes for manual transport

10 - - 183

M1030HSWLU KE7.5-
400

V-belt drive with electric motor, 7.5 kW, S6, 3 x 400 V, 50 Hz, 
CEE 16 A, star-delta start, motor protection switch with phase inverter, 
for bevelling and cutting operations with a max. cutting thickness of 
15 cm, purr Widia circular saw blade, diameter 700 mm, including tool 
for changing the saw blade, large sawing table with ball-bearing table 
guide, fold-out handles and solid rubber wheels with a diameter of 
300 mm, with wheel brakes for manual transport

15 - - 195

M1032HSWLU KE9-
400

UniCut Pointing and Crosscut Saw, KE9-400, v-belt drive with 
Electric motor, 9 kW, S6, 3 x 400 V, 50 Hz, CEE 32 A, star-delta-
Start-up unit, motor protection switch with phase inverter, for bevel-
ling and cutting with a max. cutting thickness of 20 cm, purr Widia 
circular saw blade, diameter 700 mm, including tool for changing the 
saw blade, large sawing table with ball-bearing table guide, fold-out 
handles and solid rubber wheels with a diameter of 300 mm, 
with a wheel brake for manual transport

20 - - 215

M1019HSWLU PZG V-belt drive with tractor PTO shaft, required PTO speed 540 rpm, 
power requirement 11 kW, for bevelling and cutting with a max. cutting 
thickness of 20 cm, purr Widia circular saw blade, diameter 700 mm, 
including tool for blade change, large sawing table with ball-bearing 
table guide, solid rubber wheels, diameter 300 mm, and transport 
aid for manual transport, three-point linkage, Cat. I + II. PTO shaft 
required!

20 - - 247

M1037HSWLU PZG-
E5.5-
400

V-belt drive with tractor PTO shaft, required PTO speed 540 rpm, 
power requirement 11 kW, for sharpening and cutting operations with 
a max. cutting thickness of 20 cm, and drive via a 5.5 kW electric motor, 
S6, 3 x 400 V, 50 Hz, CEE 16 A, direct start, motor protection switch 
with phase inverter,  for bevelling and cutting with a max. cutting 
thickness of 10 cm, purr Widia circular saw blade, diameter 700 mm, 
including tool for saw blade replacement, large sawing table with ball-
bearing table guide, solid rubber wheels with a diameter of 300 mm 
and a transport aid for manual transport, three-point linkage, Cat. I + 
II. PTO shaft required!

20 10 290

M1038HSWLU PZG-
E7.5-
400

V-belt drive with tractor PTO shaft, required PTO speed 540 rpm, 
power requirement 11 kW, for bevelling and cutting with a max. 
cutting thickness of 20 cm, and drive with a 7.5 kW electric motor, S6, 
3 x 400 V, 50 Hz, CEE 16 A, star-delta start, motor protection switch 
with phase inverter, for bevelling and cutting with a max. cutting 
thickness of 15 cm, purr Widia circular saw blade, diameter 700 mm, 
including tool for blade change, large sawing table with ball-bearing 
table guide, solid rubber wheels with a diameter of 300 mm and 
transport aid for manual transport, three-point linkage, Cat. I + II. 
PTO shaft required!

20 15 296

M1040HSWLU PZG-
E9-
400

V-belt drive with tractor PTO shaft, required PTO speed 540 rpm, 
power requirement 11 kW and drive with 9 kW electric motor, S6, 3 
x 400 V, 50 Hz, CEE 32 A, star-delta start, motor protection switch 
with phase inverter, for bevelling and cutting with a max. cutting 
thickness of 20 cm, purr Widia circular saw blade, diameter 700 mm, 
including tool for saw blade change, large sawing table with ball-be-
aring table guide, solid rubber wheels with a diameter of 300 mm 
and a transport aid for manual transport, three-point linkage, Cat. I 
+ II. PTO shaft required!

20 20 310
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Special equipment UniCut pointing and crosscut saw

Article no. Name Type 
E5.5-
400

Type 
KE5.5-

400

Type 
KE7.5-
400

Type 
KE9-
400

Type 
PZG

Type 
PZG-

E5.5-400

Type 
PZG-

E7.5-400

Type 
PZG-

E9-400

Weight
~ kg

WL
(SO1530)

purr Widia circular saw blade for firewood 
and longitudinal cuts, significantly quieter 
than the traditional 
Widia saw blade! 
Outer diameter: 700 mm, 
Bore diameter: 30 mm, 
Number of teeth: 42
 
Included as standard in the basic model!

1

GZ
(SO1531)

Discount on coarse-tooth circular saw 
blade for firewood cut instead of 
purr Widia circular saw blade, 
Outer diameter: 700 mm, 
Bore diameter: 30 mm, 
Number of teeth: 56

15

Y
(SO1280)

Surcharge for motor protection switch 
with star-delta start for drive via a 
generator, suitable for 5.5 kW electric 
motors,
S6 Drive power

1

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

Would you like to run your machine using a generator? Machines with a drive power of up to 
5.5 kW are fitted as standard with a motor protection switch and direct start. With the 
optional motor protection switch and star-delta start (special equipment ‘Y’), the starting 
current is reduced, which makes operation with a generator much easier.

 OPTIMISED OPERATION WITH A GENERATOR: 
 MOTOR PROTECTION SWITCH WITH STAR-DELTA START 

You can find more 
information about the saw 

blades on page 228!

Efficient, quiet and 
environmentally friendly: 
The electric motor: a 
cost-effective solution!

 ELECTRIC DRIVE 
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Chassis UniCut Firewood/Pointing and Cutting/Longitudinal Cut Saw
Mobile use - even outside the house and yard.

Article no. Name Type 
E5.5-
400

Type 
KE5.5-

400

Type 
KE7.5-
400

Type 
KE9-
400

Type 
PZG

Type 
PZG-

E5.5-400

Type 
PZG-

E7.5-400

Type 
PZG-

E9-400

Weight
~ kg

T
(SO1506)

Surcharge for tractor chassis 10 km/h with 
pneumatic tyres, rigid drawbar, with tow 
eye and support legs

15 

 optional      not available      standard equipment

Accessory equipment UniCut firewood, sharpening, cutting and longitudinal cut saw
For more power and comfort during producing firewood.

Article no. Name Type 
E5.5-
400

Type 
KE5.5-

400

Type 
KE7.5-
400

Type 
KE9-
400

Type 
PZG

Type 
PZG-

E5.5-400

Type 
PZG-

E7.5-400

Type 
PZG-

E9-400

Weight
~ kg

F0002860 Chip extraction connection 
Diameter 100 mm, suitable for UniCut 
without three-point hitch

11

F0004088 Chip extraction connection 
Diameter 100 mm, suitable for UniCut 
with three-point hitch

10

F0003534 Hour meter with analogue display, suitable 
for machines with an electric motor drive 
of 400 V

1

F0003540 Hour meter with digital display of hours 
and PTO speed, suitable for machines with 
tractor PTO shaft and hybrid drive: Tractor 
PTO shaft and electric motor

1

Z2000635 Walterscheid W-Line universal joint shaft 8

 optional      not available      standard equipment

Only possible with original equipment, incl. installation.

The pneumatic-tyred tractor chassis ensures a comfortable ride. Fitted 
with a rigid drawbar, a tow eye and support legs with large base plates, 
it offers stability and ease of handling during transport. Transport 
arrangements and driving speeds on public roads must be checked on a 
country-by-country basis. 

 EASY TO TRANSPORT FROM A TO B 

The chip extraction connection 
on the circular saw allows you to 

connect it easily to a chip 
extraction fan. To this end, the 

chip extraction connection is 
attached to the machine to 
ensure a clean and virtually 

dust-free working environment.

 HOUR METER 
Would you like to rent out your machine or 
keep an eye on the operating time? A 
suitable operating hours counter is 
available for each drive variant, allowing 
you to read off the exact machine running 
time.

 FOR A CLEAN ONE   
 WORKPLACE
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Service and wear parts UniCut firewood / Sharpening and cutting / longitudinal cut saw
Genuine POSCH spare parts impress with their precise fit, superior quality and safety!

Article no. Name Type 
E5.5-
400

Type 
KE5.5-

400

Type 
KE7.5-
400

Type 
KE9-
400

Type 
PZG

Type 
PZG-

E5.5-400

Type 
PZG-

E7.5-400

Type 
PZG-

E9-400

Weight
~ kg

F0004963 purr Widia circular saw blade for the 
firewood cut – significantly quieter than a 
standard Widia saw blade! 
Outer diameter: 700 mm, 
Bore diameter: 30 mm, 
Number of teeth: 84

11

F0004865 Coarse-toothed circular saw blade for the 
firewood cut, 
Outer diameter: 700 mm, 
Bore diameter: 30 mm, 
Number of teeth: 56

9

F0004866 purr-Widia circular saw blade for 
firewood and longitudinal cuts – 
significantly quieter than a traditional 
Widia saw blade! 
Outer diameter: 700 mm, 
Bore diameter: 30 mm, 
Number of teeth: 42

11

 optional      not available      standard equipment

Retrofitting UniCut firewood/sharpening and cutting/longitudinal cut saw
Retrofitting of equipment for cutting, sharpening and cutting, as well as for longitudinal cutting of firewood. Suitable for the "HS" model range.

Article no. Name Type 
E5.5-
400

Type 
KE5.5-

400

Type 
KE7.5-
400

Type 
KE9-
400

Type 
PZG

Type 
PZG-

E5.5-400

Type 
PZG-

E7.5-400

Type 
PZG-

E9-400

Weight
~ kg

F0004619 Retrofitting for for equipping the UniCut 
with a pointing and crosscut saw: Consis-
ting of a transparent saw blade guard with 
rollers on the operator’s side (to the left 
and right of the saw blade), a fold-down 
centring device, a riving knife and a pus-
hing tool.
Estimated installation time: 1 hour
Suitable for the "HS" model range.

25

F0004620 Retrofitting for for equipment for the 
UniCut as a firewood saw: Consisting of a 
protective hood with retaining studs and a 
clamping device for the logs.
Estimated installation time: 1 hour
Suitable for the "HS" model range.

24

F0004621 Retrofitting for for equipment for the UniCut 
as a longitudinal cut saw: Consisting of a 
pre-adjustable and self-adjusting protective 
hood, a tool-free adjustable longitudinal stop, 
a riving knife and a pushing tool.
Estimated installation time: 1 hour
Suitable for the "HS" model range.

45

 optional      not available      standard equipment

You can find more 
information about the saw 
blades on page 228!

 SIMPLE SAW BLADE CHANGE 
Simply by actuating the release bolt, the sawing table can be moved into the 
maintenance position and then swivelled away effortlessly to allow optimum 
access to the saw blade. Two wrenches supplied with the saw ensure fast and 
safe change of the saw blade: One spanner is used to loosen the nut, whilst the 
second provides a handy counter-hold against the flange and, thanks to its 
anti-slip feature, ensures a firm grip throughout the entire process.
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